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The new East Youngstown Yard of The Pittsburgh & Lake Erie 

Railroad has been under construction for some time. That portion of the 

construction which will have been completed will be open to operation 

in October 1957. Many new ideas have been employed in the project; 

they are still, nevertheless, basic and fundamental to Railroading. 

This construction is a part of a continuing effort to improve plant 

and equipment by installing the latest in scientific and technical ad­

vances. In this way, only, can we be in position to meet competition and 

give our customers the service they expect and require. At the same time, 

we, as railroad employees, will have at our disposal the finest in tools. 

East Youngstown Yard has been designed with Safety uppermost in 

mind, and the utilization of modern facilities will make it possible to 

handle freight with the care, accuracy and dispatch it deserves. 

This brochure has been prepared for your use in order that you may 

become familiar with the general arrangement and principal operating 

characteristics of the new Yard; however, it is not intended for use as 

an operating manual, as departmental instructions will be issued in 

the usual manner. 
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DESCRIPTION OF TRACKS 

The East Youngstown Yard, as designed, extends 
from Lowellvil le to " N " Office near Center Street, 
Youngstown, a distance of 5.16 road miles. It is con­
fined between the B. & O. R. R. on the north and the 
Mahoning River and plant of the Y. S. & T. Company 
on the south. The Yard has a maximum width of 610' 
and a minimum width of 80'. The tracks occupy an area 
of about 200 acres. 

The East Youngstown Yard consists of the following 
principal yards: Receiving Yard, a Hump Classification 
Yard equipped with automatic retardation, automatic 
switching and motion weighing, and Departure Yards. 

This terminal area is also supplemented by the fol­
lowing special purpose yards: " V R " Yard, Stub Yard, 
Stone Yard, and a Rod and Wire M i l l Yard in the vicin­
ity of Lowellvil le Junction; a Car Repair Yard located 
south of the Hump Building; a Diesel Servicing Yard 
west of the East Youngstown turntable; Caboose Tracks 
north of the Main Track in the vicinity of the Y. M . C . A. , 
Goril la Park Yard, and an Interchange Yard to and from 
the B. & O. immediately east of " N " Office. Tracks of 
all yards are numbered consecutively from the Main 
Tracks. 

The capacities of the tracks in these yards are as fol­
lows, based on 45' cars: 

Departure Yards: 

The Departure Yards lie between Lowellvil le and 
Struthers and consist of four tracks adjacent to and par­
allel with the main tracks. These tracks are intercepted 
by three series of crossovers forming Departure Yards 
" A , " " B , " " C , " and " D . " At times No. 1 Classification 
Track w i l l also be used as a Departure Track. 

"VR" & Stub Yards—Lowellville Junction 

These yards wi l l be used for handling local industry 
cars and other purposes as needed. 

"VR" Yard: 
Track Number 

1 
2 
3 
4 
5 

Stub Yard: 

Track Number 
1 
2 
3 
4 
5 
6 
7 

Stone Yard—Lowellville Junction: 

Capacity 
14 
11 

9 
7 
7 

48 

Capacity 
6 
7 
9 

11 
13 
15 
15 

76 

The Stone Yard, consisting of five tracks, wi l l gener­
ally be used to consolidate loads from Mahoning State 
Line for further movement either to Hump Lead or Re­
ceiving Yard. This Yard may also be used for dispatch-
ment of short local trains, as a supplemental Departure 
Yard, or other purposes as needed. 

Track Number 
1 
2 
3 
4 
5 

Capacity 

38 
35 
33 
36 
36 

178 
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