
N E W Y O R K C E N T R A L S Y S T E M 

R U L E S 

F O R T H E G O V E R N M E N T 

O F T > « 

S I G N A L D E P A R T M E N T 

P f E C T r V E 

W A Y 1. 1 9 6 3 



T H I S B O O K 

IS THE PROPERTY OF 

N E W Y O R K C E N T R A L S Y S T E M 

AND IS LOANED TO 

NAME EMPLOYED AS 

dries ^TZ^L 

Who hereby agrees to return it to the proper 
official when called for, or upon leaving the 
service. 

N E W Y O R K C E N T R A L S Y S T E M 

R U L E S 

F O R T H E G O V E R N M E N T 

O F T H E 

S I G N A L D E P A R T M E N T 

E F F E C T I V E 

M A Y 1, 1 9 6 3 



M O R R I S O N P R E S S . I N C . , N E W Y O R K , N . 

C O N T E N T S 

PAGE 

General Rules 5 

Supervisors 8 

Assistant Supervisors 6 

Inspectors 6 

Foremen • 

Maintainers ' 

Assistant Maintainers and Helpers 9 

Construction Forces 9 

Shop Supervisor 9 

Shop Forces 1 0 

Maintenance 10 

Construction 1'* 

Material and Tools 16 



4 

The rules herein set forth govern the railroads 
operated by the New York Central System. They 
take effect May 1, 1963, superseding all previous 
rules and instructions inconsistent therewith. 

Special instructions may be issued by proper 
authority. 

L . S. B O T T I N E L L I 

Chief Signal Engineer 

Approved: 
• 

B. S. C O N V E R S E 
• 

Asst. Vice President Engineering 
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G E N E R A L R U L E S 

3001. Employees whose duties are prescribed by 
these rules must have a copy. 

3002. Rules of the Operating Department; Rules for 
the Government of the Maintenance of Way Department; 
Rules for the Operation of Track Cars; Safety Rules; 
Fire Prevention and Protection Rules; and all other rules 
and instructions relating to the proper discharge of the 
duties of Signal Department employes must be observed. 

3003. Employes must cooperate with each other and 
with the employes of other Departments to keep signal 
systems, devices and appliances in good working order. 

3004. Employs subject to call must respond promptly 
when called. 

3005. Tests or trials of devices must not be made 
except when authorized by the Signal Engineer. 

3006. Information regarding material or apparatus 
must not be given except when authorized by proper 
authority. 

3007. Alterations or additions to signal systems, 
devices or appliances, including changes in locking, 
circuits or location of signals, must not be made unless 
authorized by the Signal Engineer. 

3008. Apparatus must be maintained in accordance 
with standard practice, plans and instructions, and such 
detail inspection and adjustment made as may be neces­
sary to insure proper operation. 

3009. Employes will be orally examined once each 
year on these rules and record maintained on personal 
record card. Upon promotion to Mechanic or Maintainer, 
written examination on these rules wil l be required and 
examination paper permanently retained in employe's 
personal record file. 

3010. Malicious damage to signal facilities must be 
reported promptly to the Railroad Police. 




