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SPECIAL INSTRUCTIONS

Rules referred to by numbers are the Rules for the Government of the
erating Department unless otherwise specified.

N. CONTAINERS.

Trainmen, in the performance of their duties, are not
required to pass over the tops of containers.

0. OBSERVANCE OF PASSING TRAINS.

When trains are passing, trainmen of freight trains
must observe the general condition of trains on other
tracks for entire length of each train.

When a freight train is standing, trainmen of that train
must place themselves in best position on ground to
observe running gear of passing passenger trains, and,
when other duties do not interfere, the same observa-
tion must be made of passing freight trains.

When approaching track pans or immediately after
passing them, and frequently at other points, rear
trainmen must observe each side of their train.

When trains are passing, signalman or operator, when-
ever practicable, must observe from signal station or
station platform, the condition of the train for its en-
tire length. Trackmen, bridgemen, signal maintain-
ers, pumpers and other employes, must make similar
observations.

If any indication of conditions endangering a train is
observed, “Stop”’ signal must be given. If there are no
apparent defects, employes, except crossing watch-
men, must give ‘“‘Proceed” signal.

All gignals must be acknowledged.

Passenger trainmen will comply with the above as far
as practicable.

When trouble is experienced with journals on trains,
arrangements should be made to stop the train immedi-
ately and have an examination made to determiue
whether the Journal is in proper condition to continue
to move the car to a convenient point for cutting out, or
whether the ear should be given immediate attention.

DEFINITION

Communicating Station.—A station where an opera-
tor or signalman is on duty, or where a trainman
may communicate by telephone with train dis-
patcher, signalman or operator.

Signal Indication—The information conveyed by the
position, form and color of the signal and, or by the
color of the light or lights.

ledium Speed—A speed not exceeding 30 miles per
our.

Slow Speed—A speed not exceeding 10 miles per hour.

Restricted Speed—A speed not exceeding that
which will enable a train to stop short of train ahead,
obstruction, or switch not properly lined, and look
out for broken rail.

3. STANDARD CLOCKS.
Engine house.

East Buffalo. * | Train masters office.
Stationmasters office.

Buffalo . . . . .. Train dispatchers office.

Engine house.

General yard masters office.

Engine house.
Suspension Bridge . . . { General yard masters office.
Passenger station.

Gardenville . . . . . .

6. SIGNS.

Q Stop to discharge Revenue passengers from Mauch
Chunk and points east.

X Btop to discharge passengers only.

6a. SIGNS.
Rule 6a is eliminated.

12. HAND, FLAG AND LAMP SIGNALS.

The following will be used when giving signals in con-
nection with Special Instruction O where other signals
are not required:

Manner of Using

By day: Nose held with right
hand, and left hand pointed to-
ward track.

By night: Lamp swung vertically
in small circle; lamp to be held
by guard wire around globe. Hot journal.

By day: Raise and lower right Car door swinging
hand slowly full length of body. or about to fall.

By night: Raise and lower lamp
slowly full length of body and Car door swinging
in addition give “Stop” Signal. or about to fall.

By day: Hand shoved in sliding
motion out from body.

By night: Lamp shoved in slid-
ing motion out from body.

By day: Hand raised and held
stationary.

By night: “Proceed” signal.

14. WHISTLE SIGNALS.
Sound Indication
0—— — —— o Flagman for Track No. 7 may return.
0————o0  Flagman for Track No. 8 may return.
————00 Flagman for Track No. 9 may return.
00— ———  Flagman for Track No. 10 may return.
oo0—o Relief engine required: To be sounded passing
first 2 signal stations after defect develops.
—0 When running against current of traffic ap-
proaching curves, stations, or where view is
obstructed.
Second paragraph of Rule 14 (k) applies to single track
territory only. Rule 14 is modified accordingly.

14t. Sound . Indication
0 — oo To notify signalman that train or engine is
stopped and will not proceed until proper indication
has been received.

17. HEADLIGHTS.

When rules require the headlight to be displayed, it
must be dimmed while passing through yards where
yard engines are employed; approaching stations
at which stops are to be made or where trains are
receiving or discharging passengers; approaching
train order signals, junctions, terminals, or meeting
points or standing on main track at meeting points
and on two or more tracks when approaching trains
in the opposite direction.

17a. SIGNALS.
Between sunset and sunrise, or when day signals cannot
be plainly seen, track motor cars must display a red
and white light.

19. MARKERS.

Trains with rear car not equipped to display markers,
as per Rule 19, will display red flag by day and red
light by night, on rear of train.

Michigan Central trains will display as markers, lights
showing green to the front and side and red to the

Indication

Hot journal.

Brakes sticking.
Brakes sticking.

All right.
All right.

rear.

All trains will omit display of markers, and will display
a red flag by day, and a red light by night, on rear of
train, except,

Through trains between Depew and Bay View,

M. C. trains between Buffalo and Suspension Bridge,

L. V. trains between Suspension Bridge and Tona-
wanda Junction,

P. R. R. trains between Exchange Street and Buffalo.

Rule 19 is modified accordingly.

21. EXTRA TRAINS.
Extra trains will omit the display of white signals on
two or more tracks.

34. COMMUNICATION OF SIGNAL INDICATIONS.
Indication of signals day and night will be communi-
cated as follows: ‘“red,” “yellow” or “green.” When
other than the top arm, or top light, of a signal
is “yellow” or “green,” add “middle arm” or “middle
light,” or “bottom arm” or “bottom light,” as the
case may be. Rule 34 is modified accordingly.

83. CLEARING OF TRAINS.

Trains will not leave the following stations without
a clearance card:
Signal Station Rochester Division, Canandaigua
Erie 2, Line trains.

Clearance cards must be authorized by the train dis-
patcher except in case of wire failure, when they may
be issued by operators provided they have no train
orders for train to which issued.

On two or more tracks, trains will be cleared by signal
indication.

93. YARDS. Limits defined by signs.

Depew and Seneca, inclusive, Gardenville Line.

Depew and Bay View, inclusive. .

Signal Station 50 and Gratwick, inclusive.

La Salle, Suspension Bridge and GD inclusive.

Lewiston. 3

Tonawanda, Canandaigua Line. : .

Bowmansville and Signal Station 46 inclusive. !

Signal Station 49 to Signal Stations H and 55 via
Belt Line.

Bowmansville and Signal Station T, inclusive.

Bowmansville and Signal Station 46 A, inclusive.

Passenger trains must be given full protection at all
times. Rule 93 is modified accordingly.

97. WORK EXTRAS.

On double track, or three or more tracks, conductors
of work extras must advise Superintendent by wire
before leaving initial station, specifying working
limits, and must not proceed beyond such limits
without permission from Superintendent. When work
is completed for the day and train clear of main
track, conductors must so report.

98. SIDINGS.
Capacity, based on 43-foot cars

Pepow, malddilo A0 00 & W LT L ... 98
North Tonawanda, middle . . . . . . . . R
Bowmansville, middle . . . . . . . . . . A

Trains and engines may use the track north of No. 1
track, between Signal No. 217 located just west of
Niagara Street, Niagara Falls and Suspension Bridge
on proper signals from the signalman. Permission
to use this track must be obtained by signalman from
train dispatcher. Markers of trains using this track
by night must show yellow to the rear. Markers of
M. C. trains must show green to the rear.

98. RAILROAD GRADE CROSSINGS.

Location Railroad Signals
Signal Station BX. . . . . Brie . . . . .. Interlocking.
Signal Station FO . . . . Erie . . . . . . Interlocking.
Chicago St., Ohio St. Line . Lehigh Valley . Interlocking.
Signal Station BC. . . . Buffalo Creek . Interlocking.

Signal Station Erie 2 . Erie, International Interlocking.

Signal Station Erie 3

Signal Station H . . . . . Erie . Interlocking.
Signal StationI. . . . . . Erie . . . . . . Interlocking.
Signal Station LL . International . Interlocking.
Signal Station 49A . . . Pennsylvania . . Interlocking.
Signal Station 51 . . . . . Erie . . . Interlocking.
Signal Station 59 . . . . . Erie . . . . . . Interlocking.
Signal Station 65 . . . Erie, C. N., M. C. Interlocking.
Signal Station GJ . Pennsylvania . Interlocking.

98, DRAWBRIDGES.
Location Signals
North Tonawanda Yard Tracks . . . . Interlocking.
Signal Station RB, Buffalo River
Bridge et e e s e ol TRECRIOCKIRD

100. PROTECTION OF ADJACENT TRACKS.

When a train is stopped suddenly, or by application of
the brakes other than by a service application made by
the engineman, enginemen and trainmen will promptly
flag all trains approaching on other tracks unless it is
known that no other track is obstructed.

Rule D-100a is modified accordingly.

. Erie, International Interlocking. .

103. PUBLIC GRADE CROSSINGS.

When a train, or any part of a train is standing where it
will obscure the view of highway traffic at crossings not
protected by a watchman or by gates, a member of the
crew must protect traffic over the crossing against the
movement of trains and engines on adjacent tracks,
selecting the most important crossings when they can-
not protect all erossings.

When cars are pushed by an engine, except when shift-
ing or making up trains in yards, a trainman must
take a conspicuous position on the leading car, and
when shifting over public crossings at grade not pro-
tected by a watchman or by gates, a member of the
crew must protect the crossing. Rule 103 is modified
accordingly.

Rule 103 (a) When a train pulls over a public crossing at
grade and back-up movement over such crossing is to
be made, the crossing must be protected by a member of
thi train erew unless protected by a watchman or by
gates.

When switching or when train or cars are left standing
on the approach track circuit of a highway flashing
light signal, causing the continuous operation of the
signal, a member of the crew must, when practicable,
be stationed at the crossing to facilitate highway traffic,
advising such traffic when it is safe to cross.

Trains or engines must stop before passing and trainmen
flag them over the following crossing:

Buffalo—Burgard’s siding, Fillmore Ave.

Whurlitzer—Niagara Falls Boulevard.

Trainmen must flag train or engine over the following
Crossings:

North Tonawanda—Main Street

Island Street
Robinson Street
Schenck Street
Payne Avenue
Thompson Street
Vandervoort Street
Division Street

—Fremont Street
Fillmore Avenue

—Grant Street
Tonawanda Street
Ambherst Street
Secajaquada Parkway
Harriet —Sheridan Drive Extension

Rule 103-a, is modified accordingly.

104. NORMAL POSITION OF SPECIFIED SWITCHES.

Signal Station A: For Gardenville Line.

Blasdell Jet.: For Bayview-Gardenville Line.

JD: Wye switch for Gardenville Line.

Tonawanda Jet.: For Lehigh Valley. :

At middle sidings, except where derails are provided,
the normal position of switches on sidings will be:

East end: For eastward track.
West end: For westward track.

When a train enters a siding or sidetrack, the switch
used in entering must not be changed until the train
is clear of the fouling point. Rule 104 is modified ac-
cordingly.

Tonawanda

Black Rock

106. PASSING TRAINS.

Passenger trains will, if practicable, be moving when
passed by a train on an adjacent track.

108. WATER STATIONS.

East Buffalo.
Harlem Ave., Track No. 4.

Signal Station 50 to Lewiston.
Georgia St., Track No. 2.
Ambherst St., Black Rock.
North Tonawanda.

Belt Line.

East Ferry St.
Elmwood Ave.

Engines of freight trains of more than 25 cars must be
detached before taking water, unless, in the judg-
ment of the engineman, it is unnecessary. Rule 108
is modified accordingly.

Bufialo Division

Buffalo Division




109. BULLETIN BOARDS AND BOOKS.

f IE_}In(g:ine House
yard masters office.
East Buffalo. . . . . . iTrain masters office.

Bl o, 21l o] al o Crew dispatchers office.
BEERAT Saalll o t) 9, . Yard masters office.
Black Roek . . . . . . General yard masters office.

North Tonawanda . . . Yard office.

~ h Engine house.
Suspension Bridge . . . { General yard masters office.

Passenger station.

. . . [ Engine house.
| General yard masters office.

Gardenville . . .

110. DESIGNATION AND USE OF MAIN TRACKS.

Single Track:

Between Suspension Bridge and Lewiston.
Signal Station 46A and WN.
Signal Station A and JD.
WN and JD.
WN and Bowmansville.

Double Track:

Between GD and Suspension Bridge.
Exchange St. and Suspension Bridge.
Si%pal tation Erie 3 and Tdnawanda Junec-
ion.
Signal Station I and Signal Station 55.
Signal Station T and Signal Station H via
elt Line.
Signal Station 50 and Signal Station D.
Signal Station 51 and Signal Station SP.
Tracks are numbered from the south:
No. 2, No. 1.
Tracks will be used as follows:
No. 2, Eastward.
No. 1, Westward.
Between WN and Signal Station BV via Garden-
ville Line.
Signal Station 45 and Signal Station 46 via
Gardenville Line.
Blasdell Junetion and Signal Station D.

Signal Station 49 and JD
via West Shore.

Tracks are numbered from the south:
No. 6, No. b.

Tracks will be used as follows:
No. 6, Eastward.
No. 5, Westward.

Between Signal Station 47 and Signal Station 49 via
Belt Line.

Tracks are numbered from the south:
No. 4, No. 8

Tracks will be used as follows:
No. 4, Eastward.
No. 3, Westward.

Between Signal Station 48 and Signal Station T, via
Belt Line.

Tracks are numbered from the south:
No. 10, No. 9.
Tracks will be used as follows:
No. 10, Eastward.
No. 9, Westward.

Four Tracks:
Between Signal Station 45 and Signal Station 47.
Tracks are numbered from the south:
No. 2, No. 1, No. 3, No. 4.
Tracks will be used as follows:
No. 2, Eastward —Passenger.
No. 1, Westward—Passenger.
No. 3, Westward—Freight.
No. 4, Eastward—Freight.
Between Signal Station 47 and Signal Station 48.
Tracks are numbered from the south.
No. 8, No. 2, No. 1, No. 7.

Tracks will be used as follows:
No. 8, Eastward—Passenger.
No. 2, Eastward—Passenger.
No. 1, Westward—Passenger.
No. 7, Westward—Passenger.

Between Signal Station 50 and Signal Station 52.
Tracks are numbered from the south:
No. 2, No. 1, No. 4, No. 8.
Tracks will be used as follows:
No. 2, Eastward—Passenger.
No. 1, Westward—Passenger.
No. 4, Eastward—Freight.
No. 3, Westward—Freight.

Between Signal Station D and Signal Station BV.

Tracks are numbered from the south:
No. 2, No. 1, No. 4, No. 3.

Tracks will be used as follows:
No. 2, Eastward—Passenger.
No. 1, Westward—Passenger.
No. 4, Eastward—Freight.
No. 3, Westward—Freight.

Six Tracks:
Between Signal Station 49 and Signal Station 50.

Tracks are numbered from the south:
No. 6, No. 5, No. 2, No. 1, No. 4, No. 3.

Tracks will be used as follows:
No. 6, Eastward—Freight.
No. 5, Westward—Freight.
No. 2, Eastward—Passenger.
No. 1, Westward—Passenger.
No. 4, Eastward—Freight.
No. 3, Westward—Freight.

251. MOVEMENT OF TRAINS BY BLOCK SIGNALS.

Between Signal Station 50 and Signal Station 65.
Signal Station 65 and GD.
Signal Station GJ and Signal Station BV.
Signal Station 45 and Signal Station BV.
Signal Station 45 and Gardenville GV.
Signal Station 48 and Signal Station T.
Signal Station 49 and Signal Station H via

Belt Line.

Signal Station 46A and Bowmansville.
Signal Station Erie 3 and Tonawanda Jct.

If train is not in condition to make usual running time
on passenger track, conductor or engineman must
notify signalman.

Trains will run against the current of traffic as shown
below by block signals whose indieations will super-
sede time table superiority and take the place of train
orders. When signal cannot be cleared, this move-
ment will be made only by train order.

Signal Station Tracks
Between47 and 48 No. 1, No. 2, No. 3, No. 4,

No. 7 and No. 8

48 and T No. 9 and No. 10

48 and 49 No. 3 and 4

T and 49 No. 6 and 6

49 and 49A No. 1, No. 2, No. 3, No. 4,
No. 6 and No. 6

49A and 50 No. 3, No. 4 and No. 6

RB and BC No. 1

Erie 2 and Erie 3 No. 1 and No. 2
59 and Erie 2 No. 1 and No. 2
55 and H No. 1 and No. 2
Hand F No. 1 and No. 2

751. TIME SIGNAL STATIONS ARE OPEN.

Signal stations are open as specified in list of Stations,
Office Calls, Signals and Telephones.

801. INTERLOCKING SIGNALS.

Interlocking signals may also be used as block signals
and, where so used, will be indicated by the letters
INT-MB in list of Stations, Office Calls, Signals and
Telephones.

Sand must not be used over moveable parts of an inter-
locking or within interlocking limits. Rule 813 is modi-
fied accordingly:

At interlockings where certain tracks are seldom run on,

or are used for storage and rails are rusted, or cars
have been standing and wheels are rusted, which may
prevent shunting of track ecireuit, trainmen and
signalmen must confer regarding movements to be
made to insure interlocked switches will not be oper-
ated when cars are being moved over them.

801. INTERLOCKING SIGNAL ASPECTS AND INDICA-
TIONS.

Rule Figure Aspect Indication

703 36 Proceed prepared to stop
at next signal; slow speed
within interlocking limits.

705 54 Proceed prepared to stop
at next signal; medium
speed.

706 65 Proceed, approaching
next signal at medium
speed.

707 57 Proceed; medium speed
withininterlocking limits.

708 59, 61, Proceed at restricted

65, 68. speed.
709 “7T1, 78, Proceed; slow speed with-
74, T6. in interlocking limits.
New New Yellow over  Proceed prepared to stop
Yellow over  at second signal.
Red
New New Red over Proceed prepared to stop
Yellow over at second signal; medium
Yellow speed within interlocking
limits.

Ruiﬁs i?03, 705, 706, 707, 708 and 709 are modified accord-

gly.

Trains will not accept signal indication, Rule 708, Figures
59 and 61, to proceed on any main track, without
instructions.

This will not apply at:

88-50, Track No. 3, first home signal east of Signal
Station.

Station JD (SS-46)

801. REMOTE CONTROLLED SWITCHES.
Remote controlled switches are located at—

Location Signal Station Tracks
WN 46 No. 6 and No. 6
JD 46

Enginemen or trainmen finding signal governing move-
ment over switch displaying the toF indication will
call signalman at signal station for instructions.
Additional instructions are located in telephone box.

When a train or engine stops less than thirty (30) feet
in advance of an interlocking signal, they must not
proceed without permission from signalman.

812. INTERLOCKING RULES.

Trains or engines must not proceed on hand signals as
against interlocking signals until enginemen or train-
men are fully informed of the situation and only after
trains or engines have come to a stop. Trains or en-
gines proceeding on hand signals must run at slow
speed, prepared to stop. Rule 812 is modified accordingly.

836. If necessary to change any route for which the signals
have been cleared for a train or engine, switches must
not be changed or signals cleared for any conflicting
route until the train or engine is stopped and has given
Signal 14 (t). Rule 836 is modified accordingly.

901. MANUAL BLOCK SYSTEM.

Between Bowmansville and WN.
Signal Station GJ and Signal Station BV.
Signal Station B and Signal Station 52.
Suspension Bridge and Lewiston.

A train must not go to a non-communicating station
to be met or passed by other trains, unless the con-
ductor and engineman have received a train order
authorizing the movement and, in addition, have
received a Permissive Card and a Clearance Card.
Rule 917 is modified accordingly.

Signalmen must not permit a train to go to a non-
communicating station to be met or passed by other
trains until a train order, a Permissive Card and a
Clearance Card have been delivered to the engine-
man and conductor authorizing the movement.
When such orders are given the block signal must
not be cleared. Rule 951 is modified accordingly.

Train entering block on other than ““proceed’ indication
will not accept “proceed” indication at block station
which was closed when train entered block, without'
receiving clearance card.

Before permitting an Operator at an open block station
to absent himself from the office and display clear in-
dieation with his block signal, the Dispatcher must
communicate with the open block stations on either
side, putting out “19” orders to be delivered to any
train entering block that the next block station is
closed. Rule 961 is modified accordingly.

Indications of manual block signals will convey to
second class and extra trains information as to con-
dition of that portion of the block that is not within
yard limits. Second class and extra trains must move
within yard limits prepared to stop unless main track
is seen or known to be clear.

In manual block territory, trains will be held for a
clear block in foggy or stormy weather.

1002. AUTOMATIC BLOCK SYSTEM.

Engines with less than 32 feet wheel base must not be
operated in automatic block territory except when
coupled to other engines or cars. Rule 1009 is modified
accordingly.

Between Signal Station 45 and Signal Station D, Tracks

0. 1 and No. 2.

Signal Station 45 and Signal Station 50,
cks No. 3 and No. 4

Signal Station 49 and Signal Station 50, Tracks
No. b and No. 6.

Signal Station 51 and Signal Station SP.

Signal Station D and Signal Station BV.

Signal Station 50 and Terrace, Tracks No. 1
and No. 2.

Signal Station B and Sigal Station 65.
Signal Station 65 and GD.

Signal Station T and Signal Station H Belt,
ine.

Siﬁ;l Station I and Signal Station 55, Belt
e.

Signal Station Erie 3 and Tonawanda Jct.

Signal Station 45 and Signal Station 46,
Gardenville Line.

Bowmansville and WN westward.

WN and Signal Station 46A.

WN and GV.

Automatic signals are in use in Manual Block territory
as specified in list of Stations, Office Calls,
Signals and Telephones.

Where an automatic signal is in use in Manual Block
territory, it will indicate condition of track only
between automatic signal and fixed signal read-
ing, “End of Automatic Block.”

Buffalo Division

Buffalo Division




1002. AUTOMATIC SIGNAL ASPECTS AND INDICA-
TIONS.

Rule Figure Aspect Indication

702 26,27 Stop; then proceed at

restricted speed.
704 New Green over Proceed.

Green—
Staggered
706 56 Proceed, approaching
next signal at medium
speed.
708 62 Proceed at restricted
speed.
New New Green over Proceed, approaching
Yellow— second signal at me-
Staggered dium speed.
New New Yellow over Proceed prepared to
Yellow— stop at second signal.
Staggered :

Rules 702, 704, 706 and 708 are modified accordingly.

1005. AUTOMATIC BLOCK SYSTEM.

In automatic signal territory, engmes or trains before
entering a main track, or crossing from one main track
to another, must obtain permission from signalman or
train dispatcher. This will not relieve employes in train
service from the duty of promptly and properly pro-
tecting their train. This permission must not be given
when there is a train approaching and unless it is other-
wise proper to do so.

At bolt-locked switches after operating bolt lock, trainmen
must wait three minutes before operating the switch.
At non-bolt locked switches trainmen will operate the
switch and wait three minutes at the switch before
making engine or train movement.

. LEAVING CARS ON SIDE TRACKS.

Cars with hot journals must not be left on any track in
f:lose proximity to where gasoline is loaded or un-
oaded.

. HAND BRAKES.

When backing freight trains, sufficient hand brakes
must be applied on the rear to prevent slack running
out.

A running test of hand brakes must be made on a rail
motor car upon leaving initial terminal when oper-
ating as a single unit, as soon as speed permits,
engineman to shut off power and signal for brakes.
The conductor or member of train crew will then
apply hand brake to determine if same is operating
properly. In case hand brake does not operate
properly, proceed with caution to the nearest point
at which repairs can be made.

1270. LEAVING CARS CLEAR OF HIGHWAY CROSSINGS.

Freight Conductors must, when leaving cars on side
tracks, see that cars are entirely clear of any publie
or private crossing and that the view must be ob-
structed as little as practicable.

Rule 1270 is modified accordingly.

. ENGINEMEN,

When it becomes apparent that something is wrong
with the valve gear of engines handling trains, the
train must be brought to a stop immediately, proper
investigation made and necessary action taken.

Rule 1305 is modified accordingly.

1307. AIR BRAKES.

Pressure retaining valves must be used on cars in
freight trains between Suspension Bridge and
Lewiston. Conductors must know that test is made
before leaving Suspension Bridge.

1401. SPEED RESTRICTIONS.

Speed restrictions are shown in miles per hour and
apply to the entire train.

"Passenger Trains are those consisting of at least 756%

passenger carrying cars.

Mail, Express and Milk trains are those consisting of
more than 25% of mail, express and milk carrying
ears, with passenger brake equipment.

-

General

Circus trains with freight equipped cars. . . 30
Engines, Classes B, M and U, under steam or bemg

towed el s nni ol ey el el 1
Engines, ht or with cabaose, except Classes B

M and Ug ..... 35
Engines, other than classes B, M or U not equlpped

with automatie train stop devwe, or when running

backward where wayside equipment is not pro-
vided on both sides of the track, if an emergency

requires such operation in train stop territory . . 30
Engmes runmng backward . 30
Englnes running backward by mght over publlc

crossings .

Frelgh::;1 and ‘work tra.ms, except as otherwise de-

(o5 R il T R i o @ s r
Freight trains with pushers . . o Sae 28
Motors operating under their own power or

being towed:

Motors M-1 to M-7 inclusive, and M-10,

M-101 and M-205. . . . . . . N a L 55
AIGEREIRN L 00 IR &l e s o et & o S R 60
Motors M-1 to M-7 inclusive, M-10 and M-101

when necessary to move by other than their own

power, may be moved on the rear of local passenger

BERIDE, o i oS o sre 6 s e g R R
Motors other than M-1 to M-7 inclusive, M-10

and M-101 handled asabove. . . . . . . . . .. 60
Rail Detector car X8015.
Under own power or on rear of passenger train. 40
Revenue freight trains with cranes movmg on their
ownwheels . . . . . .. .. N R e
Snow plows and ﬂangers oy 35
Switches and crossovers other than mterlockmg,
when diverging . . 10
Trains with dead engmes not havmg ‘all side or
MATBER . e e e 20
Trains with fifty per cent or more of 55 ton capacn:y

or greater coal cars loaded : . 30
Trains with steam cranes except as shown above . 25
Trains with scale test car or Jordan spreader . . . . 25
Troop trains with freight equipped cars
Work trains with locomotive cranes . . 30
Trains NB-1 and BN-2 will be governed as to speed same

as milk trains.

A train or engine operating against the current of traffic
in automatic block or manual block territory, where
switch lamps are not in use, must reduce speed to
ten (10) miles per hour over all hand operated switches.

When train stop device becomes inoperative after leaving
terminal:

Passenger, mail, express and milk trains and NB-1

0T A 22 T i, iy AT B R TR T i

Othertralng. e coliG ot Ladis A0 s da gl . 20
When forestalling whistle fails to sound while forestalling:

Passenger, mail, express and milk trains and NB-1

SRIINR Lo, J i N T 35

QiR traing o oed b, shali e gen il 20
Buffalo Local.

Over strects at grade . . . « W wosieise s g ol

Belt Line =z o anes b viiia et e mdialeeit 44 Bl

Between Depew and Buffalo
Tracks Tracks

1&2 3&4
Mail, Express and Milk Trains.
18carsorless . . . . . SF ol oot g R
19 to 40 carsinelusive . . . . . . . . 656 45
SLOTIMOTe BRPE oWl uii s @ s Wh e Ty e st 45

Buffalo Division

Between Depew and Bay View

Passenger trains and trains No. X-4 and No. 35,
18 cars or less:

Tracks No.1and No.2 . . . . 80
Mail, express and milk trains,

Tracks No. 1 and No.2 . . . . T0
Passenger, mail, express and milk trains, N

Tracks No.3and No. 4 . . . . 45

Passenger, mail, express and milk trains with frelght
SpPed B . cunrn Cienans las e

Passenger, mail, express and milk trains with englnea.
Classes G and Hp ARl o T T L ;

Passenger, mail, express and mllk trains with engmes
Classes L-1 and L-2, Tracks No. 1 and No. 2 . .

Freight trains, Tracks No.1and No. 2 . . . . 50
Tracks No.3and No.4 . . . . 45
Between Signal Station 46, Signal Station A and
owgnpl Statlon 4B 1. . i s v dosoaaLs w6 e 3b
Signal Stations 48 and 49
Rule 703 figure 36 15

Rule 709 figure T4 = = =u00c o o
Signal Station 49A, over slip switches, when di-

i b SR LRt O L iy TR LU - g o
Signal Station 49A, straight movement. . . . . . . 30
Signal Station 50, track 1

Rule 705 figure 54 10

Ru]e 707 ﬁgure 57 ----------- . . .
Between Signal StationsSPand 50 . . . . . . . . . 15
Auto. Signal #43872, Rule 709 figure 77 . . . . . . 15
Between Signal Stations SPand BC . . . . . . . 85

Between Depew, Seneca and Bay View
Via Gardenville Line

Tracks No.5and No.6 . . . . 16

Between Bowmansville Signal Stations
A and T, West Shore.
Passenger, mail, express and milk trains, and engines 35
East Buffalo, over Miller and Goodyear Aves.. . . 8

Between Signal Station 50, Lewiston and
Tonawanda Jct.
Passenger, mail, express and milk trains . . . . . 60

Passenger, mail, express and milk trains w:th en-
gines, classes G and W . .

Passenger, mail, express and milk trams mth

freight eqmpped i SO A S, e 44 40
Between Signal Stations 50 and Exchange St G e e
15 Tt S 1 7 N 8
Between Exchange St. nnd Slgnal Statmn B e w08
Canal bridge curves, west of Porter Avenue . . . . 20

Engines, Classes G, H, and L:
Between Signal Station B and Suspension Bridge 35

Train 356 Black Rock, to discharge mail . . . . §

Between North Tonawanda and Franklin St
Tonawanda 4

Engines, Classes..l aind K
Between Signal Station Erie 3 and Tonawanda Jet. 45

Engines, Class L, SS-Erie 3 and Tonawanda Junec-
BOR TRl TR e e b e ey el e e s . 25

Engines, Class K between North Tonawanda and
Beach Ridge . . .

Signal Station LL, Internat!onal Rallway Crossmg 15

North Tonawanda, over streets . . . . . e 8

Niagara Falls, over streets . . . L. I 20

Suspension Bridge, tracks formmg tna.ngle a.nd
AhD switehep X as gl o | T s . 10

Between east end of Rock Cut and tunnel, Lewxston
Lihe .- .. et e s i T g .

Lewistom Wyes. . . . .. . v v v o » L SRl S

Between tunnel and Lewiston . . . . . . . . . . 15

1402.

Between Suspension Bridge and GD.

Passenger, mail, express and milk trains . . . . . 55
Engines classes J and K, except K-14. . . . . . . bb
Engines classes H, K-14and L. . . . . . . =i

Between GD and Suspension Bridge, motor cars not
equipped with automatic train stop device .
Between GD and Sugar St:reet Suspensmn Brldge,
Trick No. 1) 150 % . 30

ENGINE AND CAR RESTRICTIONS.

Motors in damaged condition, making them unfit to be
operated at speeds specified in Special Instruection
1401, must be hauled separately.

Rail Detector car X8015 must not be operated in frelght
train.

Steam engines must not be coupled head on when double
heading or running light. In case of emergency,

matguctlons should be obtained from the supenn-
tendent

Engines, Class H-10 must not be coupled pilot to pilot.

Depew and Bay View via Buffalo.

Engines, except classes B-and-U and those of the Penn-

sylvania Railroad, must not use slip switches at Signal

Station 49A, when making diverging movements.

Engines, Class NB, NE, NU, do not clear signals be-
tween SS-47 and Bay Vlew, and may be run only by
special arrangement.

Engines, Class M, must not be operated.

Depew and Bay View via Gardenville.

Engines, Classes H-10, L coupled must not be operated
over Gardenville Line Bridges T17, T18 or T19.

Engines, Classes H-10 and L with 15,000 gallon
tanks and Classes M, NB and NU must not be
operated over Gardenville Line Bridges T17, T18
or T19 when opposite track is occupied.

Signal Station 50 and Lewiston.

Between Exchange Street and SS-55: Engines, Class
H-7, must not be operated.

Between Exchange Street and SS-B: Engines, Class L,
must not be operated.

Between Exchange Street and Suspension Bridge:
Engines, Class U-1, U-3, NE, NU, NB, M, must
not be operated.

Between Suspension Bridge and Lewiston: Engines,
Class L, J, H-7, H-10, U-1, U-3, NE, NU, NB, M,
must not be operated.

Erie St. Line: Erie Basin Slip Bridges Nos. 1 and 2.
Engines heavier than Class E must not be operated.

Cars weighing 210,000 pounds loaded may be handled
under the following restrictions:

Each such car must be separated from the motive power
of train, from each other and from any other car
weighing loaded in excess of 64,000 pounds by at least
one car weighing loaded not in excess of 64,000 pounds.

Cars weighing 210,000 pounds loaded must be restncted
to movement on track over Bridge B-4 which is sup-
ported by a trough floor, and during the passage of
such car over this bridge the other track must be
unoceupied.

Speed is restricted to 10 miles per hour.

Wonalancet Line: Engines must not be operated over
bridges 123 and 124 (Buffalo General Electric Co. and
bridges 133 and 134 (Wickwire Spencer Steel Corpo-
ration).

North Tonawanda: Bridges 18A and 18C: Engines
heavier than Class B-2 must not be operated.

Bridges 18A and 18C: Cars exceeding total weight of
140,000 pounds must not be operated.

Buffalo Division




Niagara Falls Bridge B28: Engines, Classes H-10, J
and L must not be operated over yard tracks.

Suspension Bridge, SS-65: Engines, Class L, mustnot
be operated over west leg of wye.

North Tonawanda and Beach Ridge.

Engines, Class L,J, H-7, H-10,U-1,U-3,NE, NU,NB,
M, must not be operated.

Signal Station Erie 3 and Tonawanda Junction:
Engines, Class U-1,U-3,NE, NU, NB, M, mustnot
be operated.

Signal Station 48 and Signal Station I via Signal
Station T, Engines, Class NB, NU, M, must not be
operated.

Suspension Bridge and G D
Engines, Class M, NB and N U must not be operated.

1405. SPECIAL USE OF TRACKS.

Trains and engines will obtain permission from Signal-
man at Signal Station 46 before using the single track
of wyebetween JD and Signal Station A and before
entering the double track atSignal Station A.

1406. TELEPHONES.

Conductor or engineman must use telephone whenever
necessary to facilitate the movement of trains. In-
structions received by telephone must be repeated
and name and occupation of the employes exchanged
to avoid misunderstanding.

1501. TRACK MOTOR CARS.

Track motor cars will be operated by train order be-
tween Suspension Bridge and Lewiston.

Manual Block Rules will notapply to track motor cars.
Markers and train signals will not be displayed.

Track motor cars must be equipped with Dortable tele-
phones.

Track motor cars must not be placed on main trackun-
til movement hasbeen authorized and must be re-
moved promptly at completion of trip and Train
Dispatcher notified.

1801. AUTOMATIC TRAIN STOP.

Enginemen and firemen must be qualified on Rules for
the Operation of Automatic Train Stop.

Road engines andmotors, operated between Depew and
Signal Station 47, Signal Station FO and Bay View,
Main Line, and Suspension Bridge and G D, must be
equipped with automatic train stop device in working
order, and cut in, except:

a—When used as pusher or second engine.

b—Under speed restrictions in Special Instructions or
by specific authority of Superintendent.

.—When train stop device becomes inoperative after
leaving terminal, passenger, mail, express, and milk
trains and NB-1 and BN-2, must be operated at a
speed notexceeding 35 miles perhour, and other
trains at a speed notexceeding 20 miles perhour,
engineman must notify Superintendent at the first
communicating station, and relief engine, if available,
must be obtained at first engine terminal.

WrTien forestalling whistle fails to sound while forestall-
ing, engineman will reduce to and operate at speed
specified in Paragraph C until he has occasion to
again forestall as prescribed by therules, and the
whistle sounds; normal speed may then be resumed.
Failure of whistle to sound must be reported on
Form SC-1.

Double inductors are located:
Depew to Signal Station 47, track No. 3.

1806. AUTOMATIC TRAIN STOP.

When anengine equipped with automatic train stopis
pushing a train, the automatic train stop is to be cut
out by closing the double-heading cock and the seal
not broken on the cut-out cock.

F. E. McCORMACK Superintendent.
J. J.BRINKWORTH, Assistant Superintendent.

C. H. WEBER
J. H. SHEEDY e Train Masters.
M. R.DWYER

S. H.KEYES, Assistant Train Master.

N.J. EVANS, Chief Train Dispatcher.

J. N.HYLAND

F. A. RETALLACK
W.H.HYLAND

R. E.METZ

Train Dispatchers.

Miles from Depew

1.27
2.91

6.91

8.41
14.06
15.66

Miles from Depew

1.27
2.91

6.91

8.41
14.06
15.66

DEPEW TO BAY VIEW

WESTWARD— FIRST CLASS

TRACK No. 1

309 67 25 79 17 23 317 47 347 1421 19
. 7 See Note
€ The 20th  Buffalo The Mail Th
Buffalo Commo- (oo h The Knicker- Number The S
STATIONS Brprens | dore SN Pwh gL, Melder woe. UL it woc. i Lake Shoc
Daily Daily Daily Daily Daily Daily Daily Daily Daily Daily Elzx:ielzt Daily
Sunday
LEAVE .M. AM. AM. A M. AM. A.M. A.M. A.M. A.M. A.M. A.M. A M.
D.epew . L2.24 12,31 12.56 2.13  2.25 3.09 3.20
Signal Station 46A
Forks
Buffalo. A L2.36 12.42 1.05 A. M. 2.25 2.36 AM. A .M. 3.20 AM. A.M. 3.31
L A-M. 12,54 1.10 133 A.M. 2.44 2,40 2.56 A.M. 3.35 3.35 3.43
Signal Stati<)n 50 12.58  1.13  1.36 2.48 2.44  3.00 3.39  3.40 3.47
Blasdell A. M. AM. A M.
Bay View 1.08 1.24 1.48 2.59 3.11 3.58
ARRIVE A.M. A M. A. M A.M. A M A.M. A .M. A .M. A.M. A M. A.M. A.M.
WESTWARD—FIRST CLASS
TRACK NO. 1
11 21 371 305 55 29 131 209 315 35 59 35
See note
The South- The Number
STATIONS western Cleveland id. @  M.C. Fifty- The Mail iaora M.C. Mail The The
Limited Limited Five Niagara Falls Iroquois  Iroquois
. . Daily Daily
1)aily Daily Daily Except Daily I)aily Except ]Jaily Daily Daily Daily Daily
Sunday Monday
LEAVE AM. AM. A.M. AM. A M. A M. .M. AM. A M. AM. A.M. A M.
Depew 3.39 4.30 6.09 6.46 6.53 7.14 7.39
Signal Station 46 A
Forks
RnfTnln A 350 4.41 AM. A M. 6.20 7.00 7.05 A.M. A.M. 7.25 7.50 A.M.
L 400 4.57 4.58 546 7.21 A.M. A.M. 7.13 7.48 A.M. A.M. 8.05
Signal Staticn 50 4.04 5.01 502 550 7.25 7.17  7.52 8.09
Blasdell A.M. A.M A.M. A .M.
Bay View 4.15 5.12 7.37 8.20
ARRIVE A.M. A M. A M A.M. A. M A. M. AAM. AM. A M. AM. A.M. A .M.

Nos.

No.

Buffalo Division

131 and 1421 will notcarry passengers.
131 will notrun November 27, December 26, January 2.

Buffalo

Division



