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S P E C I A L INSTRUCTIONS 
Rules referred to by numbers are the Rules for the Government of the 

Operating Department, unless otherwise specified. 

8. S T A N D A R D C L O C K S . 

Collinwood (General yard masters office. 
\Engme house. 

Cleveland /Telegraph office. 
Cleveland \Engine house (East 26th St . ) . 

6. S I G N S . 

§ Stop for mail. 
X Stop on signal to discharge passengers. 
J Stop to discharge passengers from west of E l y r i a . 

12. H A N D , F L A G AND L A M P S I G N A L S . 

Cleveland: Trains and engines must receive proceed hand 
signal from switch tender before entering Cleveland Passenger 
station and proceed expecting to find track occupied. 

14. W H I S T L E S I G N A L S . 

Rule 14, signal K : On double track, or three or more tracks, 
will be sounded only when passing trains. Second paragraph 
reading, " I f not answered by a train, the train displaying 
signal must stop and ascertain cause," will apply only on 
single track. 

Sound 
00 — o 

17. H E A D L I G H T S . 

Indication 
Relief engine required at Cleveland, 

the whistle to be sounded passing 
first two signal stations after de­
fect develops. 

When rules require the headlight to be displayed, it must be 
dimmed while passing through yards where yard engines are 
employed; approaching stations at which stops are to be made 
or where trains are receiving or discharging passengers; ap­
proaching train order signals, junctions, terminals, or meeting 
points or standing on main track at meeting points and on two 
or more tracks when approaching trains in the opposite direc­
tion. 

19. M A R K E R S . 

Trains with rear car not equipped to display markers, as 
per Rule 19, will display red flag by day and red light by night, 
on rear of train. 

Between Cleveland and Belt Jet. C . C . C . & St. L . trains not 
provided with marker lights showing yellow, will display as 
markers, lights showing green to the front and side and red to 
rear. 

21. E X T R A T R A I N S . 

Ext ra trains will omit the display of white signals. 

88. T R A I N R E G I S T E R S . 

Collinwood General yard masters office. 
Cleveland Telegraph office. 
Kingsbury Y a r d . .Trains or engines must report arrival 

to Operator at Buckeye Road. 

83. C L E A R I N G O F T R A I N S . 
Belt Jet: Westward trains on track No. 3 must not pass 

signal 192.3 until switch is thrown and permission to proceed 
has been obtained from train dispatcher. 

Buckeye Road: Trains or engines verbally by Operator. 
Cleveland Union Depot: Passenger trains verbally by opera­

tor at telegraph office. 
Cleveland Y a r d : Freight trains and pullers, verbally by 

train dispatcher. 
Collinwood Signal Station Q D : Light road engines des­

tined to points west of Belt Jet., will obtain permission from 
dispatcher to proceed via Belt Line. 

Kingsbury Y a r d : Trains or engines originating at Kings­
bury Y a r d verbally by operator at Buckeye Road. 

West Park: Light engines destined to points west of West 
Park must obtain permission from train dispatcher to proceed. 

93. Y A R D S . Limits defined by. signs. 

Belt Jet. 
4432 feet east of Signal Station B R . 

98. R A I L R O A D G R A D E C R O S S I N G S . 

Location Railroad Signals 
Cleveland, east of 

passenger s tat ion. . .P .R.R R . R . Grade Crossing. 
Cleveland, west of 

passenger station.. . C . C . C . & St. L . . R . R . Grade Crossing. 
Cleveland, Whiskey 

Island B . & O R . R . Grade Crossing. 
Parma B . & O Interlocking. 
Short Line Jet C . C . C. & St. L . . . Interlocking. 

98. D R A W B R I D G E S . 

Location Signals 
Cleveland, Cuyahoga River . Pot. 
Trains may proceed when signals and switches are in proper 

position and proceed color hand signal is received from switch 
tender at each end of drawbridge as follows: 

White, for N . Y . C . and C . C . C . & St. L . Trains. 
Green, for P . R . R . Trains. 

104. NORMAL P O S I T I O N OF S P E C I F I E D S W I T C H E S . 
Belt Jet. Tracks No. 3 and No. 4. For route from and to 

Belt Line. 
Switch 1800 feet east of Signal 191-4, track four, for East Wye. 

106. P A S S I N G T R A I N S . 

Passenger trains wi l l , if practicable, be moving when passed 
by a train on an adjacent track. 

108. W A T E R S T A T I O N S . 

Collinwood. Marcy, L . E . & P. 
Cleveland, U P station Marcy, Belt Line. 
East 26th St. Rockport. 
Kingsbury Y a r d . West Park. 

Whiskey Island. 
Except when scooping at track pans, engines of freight trains 

of more than 25 cars, must be detached before taking water 
unless, in the judgment of the engineman, it is unnecessary. 

Rule 108 is modified accordingly. 

109. B U L L E T I N B O A R D S AND B O O K S . 

„ ,,. , /General yard masters office. Collinwood | E n g i n e h £ u g e _ 

„ . . , /Conductors room. 
Cleveland \Engine house (East 26th St . ) . 
East 105th S t . . . . Inspectors room. 
Rockport Y a r d masters office. 
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110. D E S I G N A T I O N AND U S E O F M A I N T R A C K S . 

Single Track : 
Between P . R . R . Crossing east of Cleveland Passenger Station 

and west end of Cuyahoga River Bridge. 

Double Track : 
Between Signal Station B R and Signal Station QD Collin-

wood. 
West end Cuyahoga River Bridge and West 

58th St. 
Signal Station QD Collinwood and Belt Jet., v ia 

Rockport. 
Tracks are numbered from the south. 

No. 2, No. 1. 
Tracks wil l be used as follows: 

No. 2, Eastward. 
No. 1. Westward. 

Three Tracks : 
Between E . 55th St. and Signal Station E . 26th St. 

Tracks are numbered from the south. 
No. 2, No. 1, No. 4. 

Tracks wil l be used and designated as follows: 
No. 2, Eastward—Passenger. 
No. 1, Westward—Passenger. 
No. 4, Eastward—Freight. 

Four Tracks : 
Between Signal Station QD Collinwood and E . 55th St. 

Signal Station E . 26th St. and P . R . R . Crossing, 
east of Cleveland Passenger Station. 

Tracks are numbered from the south. 
No. 2, No. 1, No. 3, No. 4. 

Tracks wil l be used and designated as follows: 
No. 2, Eastward—Passenger. 
No. 1, Westward—Passenger. 
No. 3, Westward—Freight. 
No. 4, Eastward—Freight. 

Between West 58th St. and Belt Jet. 
Tracks are numbered from the south. 

No. 4, No. 2, No. 1, No. 3. 
Tracks wil l be used and designated as follows: 

No. 4, Eastward—Freight. 
No. 2, Eastward—Passenger. 
No. 1, Westward—Passenger. 
No. 3, Westward—Freight. 

251. M O V E M E N T OF T R A I N S B Y B L O C K S I G N A L S . 
Between Signal Station B R and P . R . R . Crossing east of 

Cleveland Passenger Station. 
Cuyahoga River Bridge and Belt Jet. 
Signal Station Q D Collinwood and Belt Jet., 

via Rockport. 
If train is not in condition to make usual running time, con­

ductor or engineman must notify signalman. 

701. S I G N A L I N D I C A T I O N S . 
Collinwood, East 152nd St. Bracket signal immediately 

west of bridge governs eastward trains using ice track lead. 
Collinwood—600 ft. east of Eas t 152nd St. Bridge: Position 

light signal governs eastward movements on old main. 
Nottingham: Standard signals at west end of both receiving 

yards are for use of Hump Engines only, to indicate when to 
start trains over hump. 

Nottingham, west of Dille St . : Two arm bracket signal 
located north of track. Left arm governs movement from 
train yard. Right arm governs movement into receiving 
yard. 

1002. A U T O M A T I C B L O C K S I G N A L S . 
Between Signal Station B R and P . R . R . Crossing east of 

Cleveland Passenger Station. 
Cuyahoga River Bridge and Belt Jet. 
Signal Station Q D Collinwood and Belt Jet., via 

Rockport. 

1002. G R A D E S I G N A L S . 
A yellow disc, showing the letter G , displayed to the right of 

an automatic block signal, indicates grade signal. Grade 
signals must be observed as prescribed in Rule 1004, except 
when indicating Stop-and-Proceed, full tonnage freight trains 
will not be required to stop, but may proceed at a speed of not 
more than 10 miles per hour to next signal in advance. 

1002. S W I T C H I N D I C A T O R S . 

Switch indicators indicate when block is occupied or train is 
approaching, except in normal clear territory indicators located 
within 1500 feet in advance and in sight of automatic signal 
will not indicate when block is occupied, but wil l indicate 
when train is approaching. Switch indicators for crossovers 
between main tracks will indicate the condition of the opposite 
track. 

1061. R A I L R O A D G R A D E C R O S S I N G S I G N A L S . 

Location Signal Position Indication 
Cleveland, 

north of Pier 
Lead, P.R.R. .Pole Target. .Horizontal . . . .Proceed on N . Y . C . 

Cleveland, East 
of Cleveland 
Passenger Sta­
tion, P . R . R . . Pole Target. .Horizontal Proceed on N . Y . C . 

Cleveland, 
C . C . C . & S t . L . 
Wye Pole Target. .Horizontal Proceed on N . Y . C . 

to and from pas­
senger track, al­
so on freight 
track when pro­
ceed hand signal 
is received from 
switch tender. 

Vertical P r o c e e d from 
N . Y . C . to 
C . C . C . & St. L . 
Wye. 

Diagonal P r o c e e d from 
C . C . C . & S t . L . 
Wye to Freight 
Main Track. 

Cleveland, 
C . C . C . & 
St. L . west of 
Cleveland Pas­
senger Sta­
tion Pole Target..Horizontal Proceed on N . Y . C . 

Cleveland, 
Whiskey I s . , 
P . R . R . Cross­
ing, N . Y . C . 
team tracks. . Pole Target.Horizontal Proceed on N . Y . C . 

if red ball is not 
displayed. 

Red B a l l dis­
played Stop. 

1267. L E A V I N G C A R S ON S I D E T R A C K S . 
Cars with hot journals must not be left on any track in close 

proximity to where gasoline is loaded or unloaded. 

1307. A I R B R A K E S . 
When stopping freight trains of 25 or more cars for water or 

coal, air brakes must be applied by engineman, and engine 
detached, unless in the judgment of the engineman, i t is un­
necessary. If on a grade, hand brakes must be applied to hold 
train. While taking coal or water, engine brake must beheld 
applied. 

Rule 1549 of the Rules for the Operation and Supervision of 
Air Brakes, Train Air Signal and Steam Heat Equipment is 
modified accordingly. 
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1401. S P E E D R E S T R I C T I O N S . 
Speed restrictions apply to the entire train. 

Miles per hour 
Signal indications, Rules 708 and 709, thru inter­

locking 10 
Signal indications, Rules 705 and 707, thru inter­

locking 30 
Switches and Crossovers not interlocked 10 
Trains with dead-Engines not having al l side or main 

rods 20 
Engines running backward by night over public cross­

ings 15 
Passenger, Mai l , Express and Milk trains with freight 

equipped cars 40 
Engines, class N E 25 
Engines, class N U 20 
Engines, classes B , M and U , under steam or being 

towed 15 
Reverse movements on track 1, between Triskett R d . 

and W. 117th St. , Cleveland 50 
Cranes moving on their own wheels in revenue 

freight trains 25 
Trains with scale testing cars 25 

Signal Station B . R . and Belt Junction via West Park. 

Miles per hour 
Freight Tracks 

Passenger Stone Gravel 
Tracks Ballast Ballast 

Passenger, Mai l , Express and 
Milk trains 70 40 40 

Troop Trains with freight cars. 30 25 25 
Freight Trains 40 25 25 
Engines, Classes H-7, H-10 and 

L - l 40 25 25 
Passenger engines running back­

ward 40 25 25 
Freight engine running back­

ward 25 25 25 

Between Signal Station B R and 
Signal Station QD 

Freight Trains and Engines 15 
Through Union Passenger 

Depot : 6 

Signal Station QD and Belt Junction via Rockport. 

Miles per hour 
Passenger, Mai l , Express and Milk trains 40 
Freight Trains 40 
Railroad grade crossings interlocked 40 
Troop Trains with freight cars 25 
Engines, Classes H-7, H-10 and L - l 25 
Engines running backward 25 
Through Tunnels 25 

1405. S P E C I A L U S E O F T R A C K S . 
Trains and engines wil l use main tracks No. 3 and No. 4, 

between West Park and switches at Belt Jet. only after having 
obtained permission from train dispatcher. 

Trains and engines must not run against current of traffic on 
track No. 4 and east wye, West Park to Rockport, except 
on written authority of train dispatcher. 

Trains and engines wil l not proceed from Rockport to West 
Park on east wye and track No. 4 without permission from 
train dispatcher. 

1406. T E L E P H O N E S . 
Conductors or enginemen must use the telephone whenever 

necessary to facilitate the movement of trains. Instructions 
received by telephone must be repeated and names and occu­
pations of employes exchanged, to avoid misunderstanding. 

1420. L A W S . 
Ohio. 
At railroad crossings and junctions at grade, not interlocked, 

all trains must come to a full stop, not nearer than two hundred 
(200) feet, nor farther than eight hundred (800) feet from the 
crossing, and shall not cross until signalled to do so by the 
watchman, nor until the way is clear. 

J. P . F R E E M A N 
A. H . H A N C O C K 
A . C . T H I E R R Y 
C. A. P E R R Y 
E . W. L O S S E E 
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Terminal Dispatchers 
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