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C O M P A N Y S U R G E O N S 
Name Address 

A L L I A N C E , O . 
Manchester, W. C 305 E . Market S t . . . 

I I I, No. 

7148 

Bowser, W. P . 
B E R E A , O. 

.31 E . Bridge St. .Ben a (1162 

C L E V E L A N D , O . 
Fowler, H . D 628 E . 185th St Ivanhm 8688 
Waltz, C D 2010 E . 102nd St Garfield 2124 
Yarian, N . C 7405 Detroit Ave Woodbine 5768 
Chamberlain, W. P 7405 Detroit Ave Woodbin. r,7.r>8 
Blair, L . J 7405 Detroit Ave Woodbine 6768 
Hanson, J . B 928 E . 152nd St Glenvil 1400 
Cannon, C . J 18920 Nottingham R d . . K c n m . 
Jones, Julian S 577 E . 152nd St Glenville 6000 
Schraff, R. J 3288 W. 117th St Orchard 1363 

Name 

Nelson, C P . . . 

Alliance C i t y . 

OCULISTS 
Address 

C L E V E L A N D , O. 
. . .606Schofield Bldg . 

H O S P I T A L S 
A L L I A N C E , O . 

...207 E . College St. . , 

Tsl . No. 

.Main 2020 

.6262 

C L E V E L A N D , O. 
Lutheran 2609 Franklin Ave. 
Glenville 701 Parkwood D r . . 

. Prospect 4200 
.Glenville 3300 

FIRST AID S T A T I O N 

C L E V E L A N D , O. 
Collinwood Shops 577 E . 152nd S t . . . .Glenville 6000 

M I N E R V A 
Whiteleather, P . S 106 So. Main St 144 

Cleveland Division 

SPECIAL INSTRUCTIONS 1 
Special instructions prefixed by letter or number modify Rules for the Government 

of the Operating Department with corresponding letter or number, 
unless otherwise specified. 

A - l . O T H E R R A I L R O A D S . 
Between: East Youngstown and Struthers, trains run via 

P . & L . E . R. R . 
Struthers and Girard Jet., trains run via L . E . & 

E . R . R . 
Girard Jet. and Niles Jet., Minerva and Brady 

Lake, trains run via P . R. R. 
Niles Jet. and Ravenna Jet., trains run via B. & O. 

R. R . 

B-3. L A W S A N D R E G U L A T I O N S . 
Ohio. 
A t railroad crossings and junctions at grade, not interlocked, 

all trains must come to a full stop, not nearer than two hundred 
(200) feet, nor farther than eight hundred (800) feet from the 
crossing, and shall not cross until signaled to do so by the 
watchman, nor until the way is clear. 

R E P O R T S . 
When a train or engine crew has been on duty 14 hours, the 

conductor must send report to the Superintendent by wire. 
When car of live stock is due to be fed, rested and watered 

within 3 hours, the conductor must send report to the Superin­
tendent by wire. 

D E F E C T I V E C A R S . 
Cars becoming defective enroute when loaded with live stock 

or perishable freight may be hauled by chains instead of coup­
lers to next repair point, and when so hauled at the rear of 
caboose must be chained in addition to being coupled unless the 
air brakes are in service. 

Other defective cars must not be hauled by chain in revenue 
trains or in association with cars commercially used, beyond 
the first side track. 

M-2 . E L E C T R I C Z O N E . 
Main Track N o . 1 from a point approximately 500 feet west 

of East 152nd St. Bridge, Collinwood, and main track 
N o . 2 from a point approximately 500 feet east of East 
152nd St. Bridge, Collinwood, to a point just east of 
West 130th St., Linndale, via Cleveland Union Terminal. 

Side and yard tracks south of main tracks Nos. 1 and 2 from 
a point approximately 500 feet east and west of East 152nd 
St. Bridge, Collinwood and East 140th St., Collinwood. 

A l l tracks in the electric engine house, Collinwood and 
Linndale.. 

Main track No. 3 between Central Ave. and Cleveland Union 
Terminal. 

Switching lead, Nickel Plate transfer and coach yard tracks 
between Cleveland Union Terminal, East 9th and 
East 37th Sts. 

A l l tracks in station and coach yard area, Cleveland Union 
Terminal. 

Nickel Plate connection, West 25th St. and Nickel Plate 
main tracks to West 38th St. 

Side tracks north and south of main tracks Nos. 1 and 2, 
C F Signal Station to a point just east of West 130th 
St., Linndale. 

When emergency requires that power be shut off overhead 
trolley, telephone Chief Train Dispatcher or Power Supervisor, 
stating what tracks are affected. 

Power will not be restored until Chief Train Dispatcher or 
Power Supervisor have been notified by responsible person that 
it is safe to do so. Power Supervisor must secure permission 
from Chief Train Dispatcher to restore power. 

If the engineman requires power shut off, he will stop anduse 
whistle signals prescribed by Special Instruction No. 14, and 
repeat same until power is shut off. Conductor of such train will 
immediately communicate with Chief Train Dispatcher or 
Power Supervisor, requesting power be shut off tracks affected 
and ask for other necessary relief. 

A l l employes hearing these whistle signals must also make 
immediate request by telephone to have power shut off tracks 
affected. 

Maintainers, track men and other employes must go to point 
of trouble promptly and render any assistance possible. 

When communicating by telephone to have power shut off, 
say 'Power Emergency' to obtain circuit. A l l others using line 
must give away at once. 

Electric locomotives when moving or being moved from an 
energized section to a dead section, or from a dead section to an 
energized section, must have pantographs lowered. 

Coal space cover on tenders of streamlined class J-3 locomo­
tives must be closed at all times when operated in electric 
zone. 

1. S T A N D A R D T I M E . 
Eastern Standard Time is in use. 

3. S T A N D A R D C L O C K S . 

(Crew dispatchers office. 
Steam engine house. 
Electric engine house. 

East 26th St Engine house. 
D K Yard masters office. 
Cleveland Union fCrew dispatchers office. 

Terminal \C H telegraph office. 
Linndale Engine house. 
C F Signal station. 
Minerva /Block station. 

(Engine house. 
Dillon vale Station. 

6. L E T T E R S A N D SIGNS. 
® Stop Saturday. 
t Stop on signal to discharge passengers. 

12. H A N D , F L A G A N D L A M P S I G N A L S . 
Collinwood: Trains or engines using westward yard lead 

in either direction will be governed by hand signals from switch-
tenders located at East 152nd St. bridge, No. 24 cabin and west 
end westward yard. 

Cleveland, C. & P. Crossing: Trains or engines must receive 
proceed hand signal from switch tender located at Double 
Track yard office and proceed at restricted speed. 

C . C . C. & St. L . Wye: Trains or engines must receive pro­
ceed hand signal from operator-switch tender before moving 
to and from yard tracks. 

Cleveland Union Terminal: Trains or engines entering or 
leaving coach yard at either end. or moving in either direction 
via "Short. Way" at west end, must receive proceed hand sig­
nal from switch tender in addition to interlocking signal. 

Linndale, West 130th St.: Trains or engines using No. 4 
main track or leads in either direction will be governed by 
hand signals from switch tender. 

13. E M E R G E N C Y S I G N A L S AT I N T E R L O C K I N G 
STATIONS. 

• Emergency whistle signals are in effect at C T and QD Inter-
lockings. 

14. E N G I N E W H I S T L E S I G N A L S . 
Cleveland, Electric Zone: 

Sound Indication 
o — o Shut power off on Track 1. 
o o — Shut power off on Track 2. 

Alliance: 
o o — Southward train desires P R. R., 

C. & P . Division Target. 
o o o o Southward train desires P. R. R. main 

line signal. To be sounded after re­
ceiving C. & P . target. 

19. M A R K E R S . 
Erie and B. & O. trains not provided with markers showing 

yellow to the front and side may display markers, showing 
green to the front and side and red to the rear. 

D-20a. O M I S S I O N OF G R E E N S I G N A L S . 
The display of green signals will be omitted on two or more 

tracks. 

21a. O M I S S I O N OF W H I T E S I G N A L S . 
The display of white signals wil l be omitted by extra trains. 

Cleveland Division 



83 T R A I N R E G I S T E R S . 
Collinwood . . .Crew dispatcher office. 
Kingsbury Yard Trains or engines must report arrival 

to operator at Buckeye Road. 
Cleveland Union J G * telegraph office. Operators will 

Terminal I r e * M s t e r trams with through ron-
[ductors. 

Linndale Yard masters office. 
Phalanx Station 
Minerva Yard masters office 
Dillonvale Station. 

83d. C L E A R I N G OF T R A I N S . 
On two or more tracks, trains will be cleared at initial st.i-

tions by signal indication, except as follows: 
N . Y . C. passenger, mail and express trains, verbally 

by operator at G H telegraph office. 
N . Y . C. passenger, mail and express trains \ la 

Cleveland Union Terminal with through urn 
ductors, verbally by operator at G H by telephone 

Cleveland-! from platform at Union Terminal. D i a l Sta. 201. 
C. C. C . & St. L . passenger, mail and express trains, 

clearance form A from operator at G H telegraph 
office. 

B. & O. passenger trains, clearance form A from 
operator at G H telegraph office. 

Buckeye Road and Kingsbury Y a r d : Trains or engine! 
verbally by operator at Buckeye Road. 

Piney Fork, north end of yard: Freight trains verballv bj 
telephone, by train dispatcher or operator. 

Trains will not leave the following stations without clearance 
form A 

Phalanx. 
Braceville, Erie trains. 
Minerva Yard . 
Dillonvale. 

S-90. S IDING S W I T C H E S . 
Trains taking siding will take first switch. 

93. Y A R D L I M I T S . 
Cleveland: Chase Brass & Copper Co. 2.5 miles east of PR to 

Warner, Short Line Jet. and Belt Jet., inclusive. 
Phalanx 
Alliance Yard . 
Minerva. 
Bergholz 
Piney Fork. 
Dillonvale. 

Passenger trains must be given full protection at all times. 

98. R A I L R O A D CROSSINGS AT G R A D E . 
Location 

East 55th St. team 
track 

C. and P Crossing. 
North of pier lead.. 
C . c . c 

& St. L . R y . Wye 
C C. C . 

& St. L . Crossing 
Whiskey Island 

Railroad Signals 

Alliance 

P. R. R Switch Target 
P. R. R Target. 
P. R. R Target 

N . Y . C Target. 

C. C. C. & St. L Target. 
P . R. R Target. 
B . & O Interlocking. 
C . C. C. & St. L Interlocking. 
Erie Interlocking. 
B . & O Target. 
P. R. R., C. & P. 

Division Target. 
P. R. R., Main L i n e . . . . Interlocking. 
W. & L . E Target. 

Minerva P . R. R Target. 
Braceville Erie Crossing: Trainmen will operate inter­

locking in accordance with instructions posted in cabin. 

D R A W B R I D G E S . 
Location 

Cuyahoga River. 
Trains or engines may proceed when signals, 

derails are in proper position and proceed color 
received from operator-switch tender at each 
bridge as follows: 

White, for movements on N . Y . C . tracks. 
Green, for movements on P. R . R . tracks. 

Bridge No. 2, Cuyahoga River 

Signals 
Switch 
Target 

switches and 
hand signal is 
end of draw-

. Interlocking 

Bridge No. 4, Lower Flats Semaphore 
Bridge No. 6. Central Flats Interlocking 
103. P U B L I C G R A D E C R O S S I N G S . 

When switching or when trains or cars are left standing on 
the approach track circuit of a highway flashing light signal, 
causing the continuous operation of the signal, a member of 
the crew must, when practicable, be stationed at the crossing 
to facilitate highway traffic advising such traffic when i t is 
safe to cross. 
Alliance: P . R. R. Eastern Division crossing: Northward 

trains, when stopping for crossing, must stop south 
of Columbia Street. 

Trains or engines must stop before moving over the following 
crossing: 
Cleveland: Lakewood Hts. B lvd . , on westward siding No. 3 and 

Bramley storage track: Flashing light signals to be 
started by insertion of switch key in box " A " and 
turning it to the right against "Stop", after which 
it can be removed. To stop flashing lights without 
train movement across street, insert switch key in 
box " B " and turn to right against "Stop" . 

104. S W I T C H E S . 
Remote Controlled Switches. 

Remote controlled switch is located at: 
Location Signal Station Signal Tracks 

0.35 miles east of C F 51.. . .No . 1 to siding. 
2.2 miles east of B E 192.4. . .No. 4 to No. 4 

siding. 
Enginemen or trainmen finding signal governing movement 

i>vc r switch displaying the stop indication, will call signalman 
al signal Station for instructions. Additional instructions are 
located in the telephone box. 

Spring Switches. 
Hugo, .'it junction of eastward and westward main tracks; 

normal posilion foi eastward main track. Facing movement 
ovi i this switi li will br governed bv automatic block signal 
H20.2. 

Unmdywitie, at junction of west end of passing siding and 
main track; normal position for eastward main track. Facing 
movent' al o\er this suilch will be governed by dwarf signal. 
Indication of dwarf signal must be observed when westward 
inovri t through switch has been completed. If signal does 
not. display '"Proceed", engineers of eastward trains must be 
advised to approach switch prepared to stop and train dis­
patcher not ilied 11 OMI in.t open block station. 

Warner, at inn I ion . I , , ,t ward and iv< .1 ward main t racks; 
normal position for west wan I main l i . n l , . Kiieing movement 
over this switch will be governed bv dwaif signal. Indication 
of dwarf signal governing facing movement must be observe,1 
when eastward movement through switch has been completed. 
If signal does not, display "Proceed", engineers of westward 
trains must be advised to approach switch prepared to stop 
and train dispatcher notified from first open block station. 

Trains or engines stopped while trailing through Spring 
Switches in normal position must not take slack or make re­
verse movement unless switch is properly lined by hand. 

When signal indicates Stop, the switch must be examined, 
and if found in proper position train may proceed; if not in 
proper position switch must be operated by hand before move­
ment is made over i t . Rule 104B will govern if switch is found 
defective. 

104a. N O R M A L P O S I T I O N OF S W I T C H E S 
The normal position of switches is as follows 
Trains or engines using eastward siding No 4 must leave 

derails located about 800 feet east of West 117lh St, and about 
000 feet east of Detroit Avenue in derailing posit ion. 

Rockport, west end, eastward siding No. 4: le.nl. 
Darrowville siding, west end: for team tracl 
Chittenden siding, west end: for spur trai l< 
Egypt siding, east end: for spur trad: 

105. S IDINGS Capacity baled on 44-ft. cars. 
Northward & Southward 

Newton Falls 23 
Palmyra 14 
North Benton 34 
Alliance Yard, Track No. 4 41 
Mount Union 38 
Freeburg 29 
Watheys 75 
Mechanicstown 41 

flevaliuNi Diviiion 2 

Wattsville 47 
Bergholz 65 
Shepherd 74 
Amsterdam 29 
Hays 15 
Apex 65 
Pan 37 
Hopedale 48 
Piney Fork, Track No. 6 26 
Dillonvale yard, Track N o . 1 53 
Chittenden « 83 
Brandywine 148 
Northfield 85 
Egypt 89 

109. B U L L E T I N B O A R D S A N D B O O K S . 
Bulletin Orders posted in books must be signed for by Train 

and Y a r d service employes. 
Yard office, westward yard. 
Yard office, west end Big Four 

yard. 
Yard office, east end Big Four 

yard. 
Crew dispatchers office. 
East end of eastward yard, 

Collinwood • switchtenders cabin. 
West end of eastward yard, 

yardmasters office. 
No. 24 switch cabin. 
No. 34 switch cabin. 
Electric engine house. 
Steam engine house. 
Yard office, Fisher Body Co. 

East 131st St Yard office. 
East 55th St Switchmans cabin. 
East 26th St fYardmasters office. 

(.Engine house. 
Double Track Yardmasters office. 

ICrew dispatchers office. 
Engineers room. 
Yardmasters office, east end. 
Yardmasters office, west end. 

West 117th St Yardmasters office. 
West Park, 

W. 150th St Yardmasters office. 
Rockport, (Yardmasters office. 

W. 150th St \Coal dock. 
Quincy Ave Yardmasters office. 
Kingsbury Yard fYardmasters office. 

\Coal dock. 
Orange Avenue 

Transfer Switchmens locker room. 
Marcy .Yardmasters office. 
Front St Signal station. 
D K Yardmasters office. 
Clark Ave Yardmasters office. 
Linndale (Yardmasters office. 

\Engine house. 
Phalanx Station. 
Minerva ("Engine house. 

\Yardmasters office. 

D E S I G N A T I O N A N D t lSE OF M A I N T R A C K S . 
Single Track: 

Between C . & P . crossing and west end of Cuyahoga River 
Bridge. 
D K and Clark Ave. 
Phalanx and Dillonvale. 
Hugo and Warner. 

D-151. 
Two Tracks: 

Between B R and Central Ave. 
Cleveland Union Terminal and Clark Ave. 
West end of Cuyahoga River bridge and Belt Jet. 

Tracks are numbered from the South and will be used 
as follows: 

No. 2, Eastward. 
No. 1, Westward. 

Between Q D and Belt Jet., via Marcy. 
Front St. and D K . 

Tracks are numbered from the South and will be used 
as follows: 

No. 4, Eastward. 
No. 3, Westward. 

Between Brady Lake and Hugo. 
Warner and Marcy. 

Tracks are numbered from the South and will be used 
as follows: 

No. 2, Eastward. 
No. 1, Westward 

Three Tracks: 
Between Central Ave. and Cleveland Union Terminal. 

Tracks are numbered from the South and will be used 
as follows: 

No. 2, Eastward—Passenger. 
No. I, Westward—Passenger. 
No. 3. Westward—Passenger. 

Between Clark Ave. and B E . 
Tracks are numbered from the South and will be used 
as follows: 

No. 4, Eastward—Freight. 
No. 2, Eastward—Passenger. 
No. 1. Westward—Passenger. 

Between E . 55th St. and E 26th St. 
Tracks are numbered from the South and will be used 
as follows: 

No. 2, Eastward—Passenger. 
N o . 1, Westward—Passenger. 
No. 4, Eastward—Freight. 

Four Tracks: 
Between Q D and E . 55th St. 

East 26th St. and C . & P. crossing. 
Tracks are numbered from the South and will be used 
as follows: 

No. 2, Eastward—Passenger. 
No. 1, Westward—Passenger. * 
No. 3, Westward—Freight. 
No. 4, Eastward—Freight. 

Between Belt Jet. and B E . 
Tracks arc numbered from the South and will be used 
as follows: 

No. 4, Eastward—Freight. 
No. 2, Eastward—Passenger. 
No. 1. Westward—Passenger 
No. 3, Westward—Freight. 

221b. M O V E M E N T BY T R A I N O R D E R S . 
Rule 221b governs at stations where T .O. signals are shown 

in list of Stations, Office Calls, Signals and Telephones. 
S-231. M O V E M E N T OF T R A I N S O N S I N G L E T R A C K BY 

B L O C K S I G N A L S . 
Rule S-231 governs: 

Between D K and Clark Ave On main track 
D-251. M O V E M E N T OF T R A I N S W I T H C U R R E N T OF 

T R A F F I C O N TWO OR M O R E T R A C K S BY B L O C K 
S I G N A L S . 

Rule D-251 governs: 
Between BR and B E via Cleveland Union Terminal. 

QD and Belt Jet., via Marcy. 
QD and C . & P . crossing. 
West end Cuyahoga River Bridge and B E . 

D-261. M O V E M E N T OF T R A I N S A G A I N S T T H E 
C U R R E N T OF T R A F F I C O N TWO OR M O R E 
T R A C K S B Y B L O C K S I G N A L S . 

Rule D-261 governs: 
Between Short Line Jet. and B E Track No. 4 

Belt Jet. and B E .' Track No. 4 

S I G N A L A S P E C T S , I N D I C A T I O N S and R U L E S . 
Special signal aspects, signal indications and signal rules 

will be found in the back of the time table. 

G R A D E S I G N A L S . 
A yellow disc, showing the letter G , displayed to the right 

of an automatic signal, indicates grade signal. Grade signals 
must be observed as prescribed in Rule 291, except heavy ton­
nage freight trains will not be required to stop, but rrlay pro­
ceed as prescribed in Rule 509a. 

297. R A I L R O A D G R A D E C R O S S I N G S I G N A L S . 
Trains must stop before proceeding unless otherwise 

indicated. 
Location Signal Position Indication 

E . 55th St. 
team track. . . . Switch Target Green Proceed. 

3 Cleveland Division 
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C & P. crossing. Target Horiz6ntal. . N . Y . C trains pro 
ceed without 
stopping. 

Vertical . . . . P . R R. trains pro. 
ceed. 

Nortli of Pier 
Lead. P . R . R . . Target Horizontal. . Proceed 

C. C. C . & St. L . 
Wye Target Horizontal..Proceed on N . Y . C . 

main track. 
Proceed to and 

from N . Y . C. 
yard tracks wliun 
proceed hand sig­
nal is received 
from Operator-
switch tender. 

V e r t i c a l . . . . Proceed from N . Y . 
C . main track to 
C . C . C . & St. L . 
wye. 

Diagonal. . . Proceed from C. C . 
C . & St. L . n ye 
to N . Y . C. main 
track 

C C. C . & St. L . 
crossingN.Y.C.Target Hor izonta l . .N. Y . C . trains via 

Lake Front pro 
ceed without 
stopping. 

P. R . R. trains pi o-
ceed. 

Vertical . . . . N . Y . C . trains via 
C . C . C . & St. L. 
proceed. 

Whiskey Island, 
P. R. R . cross­
ing, N . Y . C. 
team tracks.. .Target Horizontal..Proceed. 

Kingsbury Yard, 
Nickel Plate 
Interchange 
Tracks Target Horizontal. . Proceed on N . Y . ( ' . 

Vertical . . . .Proceed on N . K . I ' . 
t o N . Y . C. Yard 
Track. 

Diagonal. . . A l l stop. 
Newton Falls . . .Target Vertical . . . . N . Y . C . trains pro-

Normal position ceed without 
for N . Y . C . stopping. 

Alliance Target Vertical N . Y . C . trains pro-
Normal position ceed. 
for C . & P Horizontal . .C. & P . trains pro­

ceed without 
stopping. 

Minerva Two Targets. .Vertical. . . .Proceed. 
East 55th Street—P. R. R. crossing: 

Trainmen will operate target. 
Whiskey Island—P. R. R. crossing: 

Trainmen will operate target. 
Kingsbury Yard—Nickel Plate Interchange Tracks 

Trainmen will operate target. 
Newton Falls—B. & 0 . crossing: 

Trainmen will operate target. 
Alliance—C. & P. Crossing: 

Trainmen wil l operate target when no targetman is on duty 
and restore and lock it in position for C . & P. movements. 
Targetman is on duty 8:30 A . M . to 5:30 P . M . , week days. 

Minerva—W. & L . E . and P . R . R. crossings: 
Targets wil l be operated by joint car inspector when he is in 
the vicinity from 7:Q0 A . M . to 3:00 P . M . , week days, other­
wise, trainmen wil l operate the targets and leave in proceed 
position for N . Y . C . movements. Freight trains and engines 
in switching service on the N . Y . C . may proceed over the 
crossing at a speed not to exceed 15 miles per hour without 
stopping when targets indicate proceed. 

305. M A N U A L B L O C K S Y S T E M . 
Manual Block System is in use: 

Single Track: 
Between Phalanx and Dillonvale 

Hugo and Warner. 

I Rules 317-A and 331-A for absolute block for opposing and 
following movements govern the movement of passenger 11 a ins. 

Rules 317-B and 331-B for absolute block for opposing move­
ments and permissive block for following movements govern 
the movement of trains other than passenger trains. 

Two or more Tracks: 
Between Brady Lake and Hugo. 

Warner and Marcy. 
Rules 318-A and 331-A for absolute block for following move­

ments only, govern the movement of passenger trains. 
Rules 318-B and 331-B for permissive block, for following 

movements only, govern the movement of trains other than 
passenger trains. 

Except where Rule D-261 is in effect, Manual Block System 
Rules will govern movements against the current of traffic. 

Rules 317-A and 331-A for absolute block for opposing and 
following movements govern the movement of passenger trains. 

Rules 317-B and 331-B for absolute block for opposing move­
ments and permissive block for following movements govern 
the movement of trains other than passenger trains. 

Single and Two or More Tracks: 
A signalman may admit a train other than a passenger train 

to a block that is wholly or partly within yard limits under a 
clear block indication when it is known that the block is not 
occupied by a passenger train or not occupied by a train other 
than a passenger train outside of yard limits. 

Indications of Manual Block Signals will convey to second 
class and extra trains information as to condition of that portion 
of the block that is not within yard limits. Second class and 
extra trains and engines must move within yard limits prepared 
to stop unless the main track is seen or known to be clear. 

At interlockings where home (or dwarf) signals are also used 
as manual block signals, enginemen or trainmen must before 
passing stop-signal, in addition to clearance Form A , receive 
hand signal as-provided in Rule 663, or permission from the 
signalman. 

W In re an automat ic signal is in use in Manual Block territory, 
it will indicate condition of track only between automatic 
signal and lined signal leading "End of Automatic B lock . " 

373. B L O C K STATIONS ARE O P E N . 
Block slal ions are open as specified ill MNI 

Calls, Signals and Telephones. 
'I Slal ions, ()flice 

505. A U T O M A T I C B L O C K S Y S T E M . 
Automatic Block System is in use: 

Single Track: 
Between D K and Clark Ave. 

Two or More Tracks: 
Between B R and B E via Cleveland Union Terminal. 

QD and Belt Jet., via Marcy 
QD and C . & P. Crossing. 
West end Cuyahoga River Bridge and B E . 

When signal 179.3A located at East 55th Street indicates 
" S T O P , " Trains or Engines may proceed when authorized by 
train dispatcher. 

Except where Rule D-261 is in effect, Manual Block System 
Rules will govern movements against the current of traffic. 

Rules 317-A and 331-A for absolute block for opposing and 
following movements govern the movement of passenger trains. 

Rules 317-B and 331-B for absolute block for opposing move­
ments and permissive block for following movements govern 
the movement of trains other than passenger trains. 

Automatic signals are in use in Manual Block territory as 
specified in list of Stations, Office Calls, Signals and Telephones. 

606. I N T E R L O C K I N G S I G N A L S . 
Interlocking signals used as block signals will be indicated by 

the letters I N T . - M . B . in list of Stations, ( Iffice Calls, Signals 
and Telephones. 

703. D E F E C T I V E C A R S . 
Cars must not be placed forward of 15 carl I rom caboose when 

so carded. So far as possible, inspectors must apply these cards 
to cars requiring such movement, prior to I rains being made up 
in the yard. 

SNOW P L O W E Q U I P M E N T . 
Snow plows must not be hauled backward when being moved 

in freight train. 

Cleveland Division 

M A K E - U P OF F R E I G H T T R A I N S . 
Cranes in non-revenue trains must be hauled ahead of cars 

occupied by crew unless otherwise instructed. 
Scale test cars must be hauled only in slow or local freight 

trains. 

705. L E A V I N G C A R S O N S I D E T R A C K S . 
During cold weather, when cars equipped with water system 

are left where there is no car inspector, conductor must notify 
Superintendent promptly. When impossible to place cars on 
steam and car inspector is not available, the steam connections 
should be parted and end valves, admission valves and blow off 
or drain valves opened. The water system should be drained by 
opening faucets at wash basin and drain valves in wash basin 
and behind hoppers. On cars not equipped with drain valve be­
hind hopper, the hopper valve handle should be tied open. Water 
coolers should be drained. Steam Heat Equipment Rule 1725 is 
modified accordingly. 

Cars must not be left bridging across insulated joints in track 
rails where tank cars are placed. 

Cars with hot journals must not be left on any track in close 
proximity to where gasoline is loaded or unloaded. 

824. M A K E - U P OF P A S S E N G E R T R A I N S . 
Passenger equipment must be of steel construction with the 

exception that baggage, horse, refrigerator and milk cars of 
steel underframe construction may be hauled, also such steel 
underframe passenger cars as are used under special arrange­
ment. 

Trains containing more than 5 cars 60 ft. or over in length, 
limited to 30 cars. 

Trains containing not more than 5 cars 60 ft. or over in length, 
limited to 40 cars. 

841. U . S. M A I L . 
A train handling a postal car off its run must also make the 

stops of the train in which it is usually handled. 
When necessary, in case of derailment or washout, employes 

must see that postal clerks and mail are promptly transferred 
and every possible convenience furnished for working the mail. 

Railroad employes are required to handle, load and unload 
storage mail carried in baggage and storage cars, and in bag­
gage end of apartment cars. 

The loading of U . S. M a i l must be given preference over bag­
gage and express. Conductor must not start train until the 
handling of U . S. M a i l is completed. Trains scheduled to stop 
to discharge passengers, and having U . S. M a i l for such points, 
must stop to unload mail . 

A train shall not depart from a station and leave mails which 
are being loaded or are being trucked from vehicles or from 
part of the station to the train or aboard a connecting train 
that has come to a stop in the same station. 

M a i l should not be carried on trains not regularly authorized 
to carry same unless requested in writing to do so by a repre­
sentative of the Railway M a i l Service. 

When a train is regularly authorized to carry U . S. M a i l , all 
mail offered at stations where the Post Office Department does 
not maintain a Transfer Clerk or Postal Clerk should be ac­
cepted regardless of the space authorized. 

When a regular authorization is exceeded from any station at 
which the Post Office Department maintain a Transfer Clerk or 
Postal Clerk, the trainmen should secure a written request 
covering such excess. Failure to receive such request should be 
reported on the trip report of mail carried. 

The Post Office Department Regulations provide the number 
of sacks, equivalent to units of space authorized as follows: 

1 to 50 sacks 3 ft. 251 to 300 sacks 18 ft. 
51 to 100 sacks 6 ft. 301 to 350 sacks 21 ft. 

101 to 150 sacks 9 ft. 351 to 400 sacks 24 ft. 
151 to 200 sacks 12 ft. 401 to 450 sacks 27 ft. 
201 to 250 sacks 15 f t. 451 to 500 sacks 30 f t. 

Two outside parcels equal one sack, except one box of baby 
chicks equals one sack and should be reported in the "Sacked" 
columns of train baggageman's report, Form Ar-702. 

Utmost care must be used in handling fragile (red label) 
parcel post mail . 

M a i l pouches delivered unlocked must not be accepted but 
returned to Post Office Department, and immediate advice 
given to Superintendent by wire. 

When mail arrives late at night, or when Government mes­
senger is not on hand to receive i t , it must be kept in a safe place 
until proper delivery can be made. 

If a mail pouch is stolen, immediate advice must be given to 
Superintendent by wire. 

U . S. M a i l Clerks, required to deadhead on mail trains, wil l 
be permitted to ride in crew coach on presentation of their 
photograph commission. 

Train crews are not permitted to ride in Railway Post Office 
cars while in use, even though the railroad company may fur­
nish a Railway Post Office car larger than the size authorized. 

A l l full mail cars and parts of cars having the legend "United 
States M a i l " or " U . S. M a i l " shall be reserved exclusively for 
carrying the mails and shall not be used for any other purpose. 

916. H E A T I N G , L I G H T I N G , V E N T I L A T I O N A N D AIR 
C O N D I T I O N I N G OF C A R S . 

Rules for the Operation and Supervision of Steam Heat 
Equipment. Current rules govern. 

The application of Steam Heat Equipment Rule No. 1724 is 
as follows: 

Approaching 
Linndale 
Cleveland 
Union Term. 
Collinwood 
Collinwood 
Cleveland 
Union Term. 
Linndale 

Direction 
Eastward 

Eastward 
Eastward 
Westward 

Westward 
Westward 

Open rear end 
train pipe valve 

Short Line Junction 

Signal 530 
Coit Road 
Nottingham 

E . 34th St. 
Clinton R d . 

Engineman shut 
off steam at 

W. 130th Street 

Signal 480 
Q D 
Signal 175.1 

Eagle Avenue 
C F Tower 

ve must be opened gradually to full 
ing out steam line to avoid metal 

Rear end train pipe val 
open position when blow 
gaskets being blown off. 

When one or more of the first five cars in train are equipped 
with rubber steam hose and 130 pounds steam pressure is not 
sufficient to properly heat the train, pressure may be increased 
to 150 pounds. Steam Heat Equipment Rules Nos. 1706, 1707 
and 1712 are modified accordingly. 

Before steam pressure is connected to standing cars, tram 
line valve must be closed at opposite end of line. 

917. P A S S E N G E R B R A K E M E N . 
Rear brakemen of passenger trains wil l be governed as 

follows: 
When 
rear 

car is 
Pullman 

Obs. 
Private or 

Official 
DeLuxe 

Obs., 
Coach, 
Diner. 

Pullman 
without 
observa­
tion end. 

And car 
next 

ahead is 

Pullman 

Pullman 

Pullman 
Pullman 
Pullman 
Coach 

Carry equipment in following location: 

Storm clothing 
Container and 

lanterns 

On door catch of aisle 
door next to rear car 
if drawing room is 
next to rear car. If 
not, place in rear ves­
tibule of car next to 
rear. 
Rear of coach. 
On door catch of aisle 
door at rear of train 

Rear vestibule of 
car next to rear out 
of passageway and 
so placed as to 
avo id inconveni­
ence to passengers 
using vestibule. 
Rear of coach. 
Rear vestibule, so 
placed as to avoid 
inconvenience to 
persons using ves­
tibule. 

When more than one private car, conductor wi l l instruct rear 
brakeman where equipment wil l be carried. 

Grips or other personal effects not required in line of duty 
must not be carried at rear of train. 

H A N D B R A K E TEST. 
A running test of hand brakes must be made on a motor car 

upon leaving initial terminal when operating as a single unit. 
As soon as speed permits engineman must shut off power and 
signal for brakes. The Conductor or member of train crew must 
then apply hand brakes to determine if they are operating 
properly. In case hand brakes do not operate properly, motor 
car must proceed at restricted speed to the nearest point at 
which repairs can be made. 

932. AIR B R A K E S . 
Rules for the Operation and Supervision of A i r Brake and 

Train A i r signal. Current rules govern. 
, The note at foot of A i r Brake Rule 1554 issued in paster form, 
modifying Rule 1554 of Rules for the Operation and Supervision 
of A i r Brake, etc., Current Rules, is modified as follows: 

Note — It wil l be observed from the foregoing that the loco­
motive brake should be permitted to apply with the train 
brakes when making running tests, unless in the judgment of 
the engineman, it is necessary to prevent the locomotive brake 
applying to avoid stalling. ^ 
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Mount Union: Northward freight trains must stop and test 
air brakes, taking up slack if necessary. Enginemen must not 
start train until they have full train line and main reservoir 
pressure. If engineman is in doubt as to his abil ity to control 
the train by air, he must notify the conductor and the train 
must descend Mount Union H i l l in such portions as can be 
controlled by air. 
1056. JOURNAL BOXES. 

Current "Instructions for the Lubrication and Care of Journal 
Boxes" govern. 

When a journal is found overheating enroute, train must be 
stopped and examination made. Packing must be adjusted or 
box repacked if this wi l l overcome trouble. If cause of heating 
cannot be corrected in this manner or car cannot be moved to 
the next terminal through the use of cooling compound, car 
should be set out. 

Water or snow should not be used for cooling hot journals 
except in emergency, and when used, journal should be cooled 
as slowly as conditions wil l permit. 

When cars with hot journals are set out where inspectors do 
not take immediate charge, precaution must be taken to know 
that journal is left in condition to avoid damage to car by fire. 

Conductor must make prompt report to Superintendent and 
car foreman of cars treated enroute, or set out account over­
heated journal, stating whether treated by cooling compound 
or by water or snow. 
COOLING COMPOUND. 

A n approved hot journal cooling compound, and Form 
N . Y . C . S . RS-74, furnished by storekeeper, shall be carried as 
part of caboose equipment, and train crew equipment in pas­
senger service. 

Cooling compound shall be used for emergency treatment of 
overheated journals of cars enroute in trains. Treatment should 
be given before journal becomes red. 

Journals with broken brasses shall not be treated with cool­
ing compound. 

When applying cooling compound, packing in journal box 
should be loosened by use of packing iron, after which, cooling 
compound shall be applied along full length of rising side of 
journal; particular attention to be given to placing compound 
at back or inside end of journal. 

Cars having journals treated with cooling compound shall 
be tagged in a prominent place near journal box, using Form 
N . Y . C . S . RS-74, at time compound is applied. 

FATALITIES. 
When a passenger dies in a sleeping car, the body may be left 

in berth properly screened until removed from train; when in 
parlor car or coach, body should be removed to baggage car 
and physician secured if available on train, who may certify 
as to cause of death. 

The body of a person who dies on a train must be left at first 
station stop where a Health Officer is available and station 
employe on duty. Station employe must not permit the body to 
be removed from station without proper authority. If person 
who dies is accompanied by an attendant, conductor must 
confer with attendant as to disposition of body, and such in­
formation must be given to the station employe. 

If train stops at a station other than where the body can be 
removed, conductor wi l l give advance notice to the station 
where the body is to be left, and station employe must notify 
Health Officer promptly. 
MOVEMENT OF DEAD ENGINES IN TRAINS. 

Rules for the Operation and Supervision of A i r Brake and 
Train A i r Signal. Current Rules govern. 

A l l engines equipped with side rods must have them applied 
when handled dead in trains, suitable washers, of wooden blocks 
clamped together with bolts, being used where necessary on 
main rod bearings to keep the side rods in place. 

SPEED RESTRICTIONS 
Speed restrictions are shown in miles per hour and apply to entire train. 

General 
Engines, Class B and U under steam or being towed 20 
Engines running backward by night over public crossings 15 
When automatic train stop device becomes inoperative after 

leaving terminal or when forestalling whistle fails to sound 
while forestalling: 

Passenger, mail and express trains 35 
Other trains 20 

Circus trains with freight equipped cars 30 
Trains with scale test cars or Jordan spreader 25 

Trams with dead engines not having all side or main rods.. .20 
Work trains with locomotive cranes 30 
Revenue freight trains with cranes moving on own wheels.. .25 
Freight trains with pushers . 25 
Switches and crossovers, not interlocked, when diverging. . .10 
Rai l Detector Car X8015, under own power or on rear of 

passenger train 40 
Note: General speed restrictions govern, except when further 

restricted by Division or Local speed restrictions. 

Passenger, mail and express 
trains 
With more than 20 cars 
With engines class L-2, 2995 

and 2998, class L3 and L4 
when passenger, mail and ex­
press train restrictions gov­
ern. 

With other class L-2 engines... 
Troop trains with freight equip­

ped cars 
Trains with freight equipped cars 

BR and BE 
via 

West Park 
Tracks Tracks 
1 and 2 3 and 4 

DIVISION 
QD and QD and 
Belt Jet. Linndale 

via via 
Marcy Elec. Zone 
Tracks Tracks Tracks 
3 and 4 1 and 2 3 and 4 

Linndale 
and B E 

DK and Tracks Track 
Clark Ave. 1 and 2 4 

Alliance L. E . & P . 
Branch Branch 

Freight trains with 10 or more 
loaded tank cars 

Trains with steam cranes 
Trains with locomotive cranes.. 
Ra i l motor cars, operating under 

their own power or being towed: 
M - l to M-7 incl. , and M - 1 0 . . . 

Engines: 
Light or with caboose. 
Running b a c k w a r d . . . . 

Electric running light or being 
towed 

Snow plows and flangers 
Engines in freight service not 

equipped with automatic train 

70 40 40 60 40 40 70 40 30 40 
65 40 40 00 40 40 65 40 30 40 

60 40 40 60 40 40 60 40 30 40 

40 40 40 40 40 30 40 40 30 40 
4 0 4 0 4 0 4 0 4 0 30 4 0 4 0 80 40 
40 40 40 40 40 30 40 40 30 40 

35 35 35 35 35 30 35 35 :i0 35 
40 40 40 40 40 30 40 40 30 40 
30 25 30 30 25 30 30 25 25 30 

55 40 40 55 40 40 • 55 40 30 40 
5 0 4 0 4 0 5 0 4 0 40 50 40 30 40 

40 40 40 40 40 40 40 10 80 40 
30 ' 25 25 30 25 25 30 25 25 25 
25 25 25 25 25 25 25 25 25 25 

& . T j , "J. ''•* 35- 35 . « H K : 
35 35 35 . . 35 35 80 30 35 

20 20 . . 20 20 . . 20 20 

Cleveland Division 6 

Local 

BR and B E , via West Park: 
A l l eastward trains or engines not stopping at Q D when 

passing eastward home signals, located 1600 F t . east of 
signal station, track No. 2 and eastward siding 15 

Passenger, mail and express trains: 
Between E . 55th St. and E . 26th St., Track 1 60 
Between E . 26th St. and C . & P. Crossing, Track 1 50 
Between C. & P. Crossing and E . 105th St., Track 2 50 
Between W. 117th St. and Triskett R d . , Track 1 50 
Lakewood Hts. B l v d . Crossing, yard tracks 3 and 4 25 

Freight and work trains: 
Westward—From Signals 181.1A to C . & P . Crossing.. . 15 
Eastward—From Signal 185.2 to Cuyahoga River Draw­

bridge 15 
From Signal 182.2 to Q D 30 

Between C. & P. Crossing and west end Cuyahoga Draw­
bridge, trains or engines, irrespective of class or di - • 
rection, wi l l proceed on hand signals from switch-
tenders located at each end of Cuyahoga Drawbridge, 
or yard office at double track; and will proceed at re­
stricted speed. 

QD and Belt Jet., via Marcy: 
Freight and work trains: 

Between Signals 2307.4 and 2309.3 25 
With 2500 to 5000 tons 35 
With 5000 tons or over 30 
Through tunnels 25 

QD and Linndale, Electric Zone: 
Curve between E . 140 St. and Coit R d 35 
Superior Ave. curve: Track 1 45 

Track 2 35 
Between east end of E . 34 St. curve and east end 

Central Ave. curve: Track 1 45 
Track 2 40 

Central Ave. curve 25 
Between east end of Cuyahoga viaduct and Clark Ave. 

signal station: Track 1 
Track 2 

Clinton R d . curve 
Nickel Plate electric tracks, E . 37 St. and W. 38 St. 

through crossovers and turnouts leading to and 
from Nickel Plate tracks 15 

Between Clark Ave. and Linndale. 
Freight and work trains: 

With 7000 tons or less 30 
With 7000 tons or more 20 
C F Interlocking 15 

Between D K and Clark Ave . : 
Freight and work trains: 

With 3000 tons or less 30 
With 3000 to 4300 tons 25 
With 4300 to 6600 tons 20 
With 6600 tons or over 15 

Front St. and Clark Ave.: 
Between Front St. and D K , trains or engines, irrespective 

of class, wil l run with current of traffic, on signal indi­
cation at Front St. or D K and will proceed at restricted 
speed. 

Between D K and Clark Ave. switching lead 15 

Linndale and B E : 
Between Short Line Jet. and B E : Track 4. .30 

Alliance Branch: 
Freight and work trains: 

A t Signals W62.1 and W63.2 20 
Newton Falls, Bridge St 10 
Alliance, North Freedom Ave . and Hester St 10 
Between M t . Union and Alliance Yard , incl 20 
Between Phillips and Wolf Run mine 15 
Between point 500 ft. south of signal W-67.2 and 

first road crossing north 10 
Bridge 74.08, Pan 20 

Hopedale: Wi miles north, first curve north of 
Half Moon fill • 10 

D & S Branch 20 
D & S Branch, when passing tipples at Crow Hollow 

N o . 1 and No. 2 mines 10 
On following curves: 25 

North Benton, curve at station 
Davis, second curve south 
Phillips, second curve south 
Hays, fifth curve north 
Hopedale, third, fourth and fifth curves north 
Piney Fork, second curve south 
Harperville, first curve north 

L. E . & P . Branch: 

Freight and work trains: 
With 4000 tons or over at Signal B9.1 30 

Boston Ledges, one mile east of Brandywine 10 

E N G I N E A N D C A R R E S T R I C T I O N S . 

R a i l Detector car X8015 must not be operated in freight train. 
Steam engines must not be coupled head on when double 

heading or running light. In case of emergency, instructions 
should be obtained from Superintendent. 

Cleveland Terminal District: 
Engines must not be operated as shown below: 

Locations Classes 
Territory where automatic train stop 

is installed N U . 
Other territory except by special 

permission N U . 
W. & L . E . Belt J and N U . 

Cuyahoga River Draw Bridge: 
Not more than two engines coupled. 

Electric Zone: 
Electric locomotives in damaged condition, making them 

unfit to be operated at speeds specified in special instruc­
tions "Speed Restrictions," must be hauled separately. 

The maximum height of equipment or loads that can be 
moved is 15 feet 3 inches. 

Locomotive cranes and pile drivers must not be operated 
except by special permission. 

Enginemen operating engines equipped with storm wind­
shield wings must have windshields closed when operating on 
main tracks Nos. 1, 2, 3 and 4, between East 105th St. and 
Cuyahoga River Bridge, Front St. and D K . Also while oper­
ating in yards and on side tracks. 

Alliance: 
Freight house track H-10, J , K and L . 
Alliance Ci ty Water Works H-10, J , K and L . 
Morgan lead H-10, J . K and L . 

Mt. Union: 
M t . Union M i l l track H-10, J , K and L . 

Bergholz: 
Wolf Run Mine, both tail tracks be­

yond clearance point and empty 
tracks between run-around track 
and tipple A l l engines. 

Hopedale: 
Marion Mine tail track beyond 

clearance point and empty tracks 
between run-around track and 
tipple A l l engines. 
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Plney Fork: 
Witch Hazel or Florence Mine tail 

track beyond clearance point and 
empty tracks between run-around 
track and tipple A l l engines. 

D. A S . Branch: 
Crow Hollow No. 1 Mine, loaded 

tracks, curve to tipple, empty 
tracks crossovers to tipple and 
Mule barn track beyond clearance 
point A l l engines. 

Crow Hollow N o . 2 Mine empty 
tracks, crossovers to tipple A l l engines. 

Hawthorden State Hospital track 
over pit A l l engines. 

S P E C I A L U S E O F T R A C K S 

Cleveland Terminal District: 
Account of close clearance, passenger trains must not be 

operated on (north) main track or (south) No. 1 Depot Track 
between Double Track Yard Office and Big Four crossing, 
except when curve in adjacent track just west of C . & P. Cross­
ing is clear. 

Account of close clearance, passenger trains with new stream­
lined equipment also N . R. C . refrigerators series 700 to 799 
must not be operated on either Big Four main tracks at St. Clair 
Avenue, except when the curve in adjacent main track is clear. 

Westward siding No. 3 between Detroit Ave. and West 
150th St., and Eastward siding No. 4 between Belt Jet. and 
West 58th Street will be under the control of the train dis­
patcher and trains or engines will not use or occupy these tracks 
without permission from the train dispatcher. 

Trains or engines must not use or occupy the East Wye track 
between Rockport and the Junction switch with No. 4 siding 
without permission from the train dispatcher. 

Whiskey Island: Trains or engines must obtain permission 
from train dispatcher by telephone to use 
eastward side track. 

Trains or engines from W. & L . E . connection located east 
of Clinton Road wil l obtain permission from operitor at C F 
before fouling N . Y . C . tracks. 

Trains or engines using main track between D K and Clark 
Ave. , and No. 4 main track between Clark Ave. and C F will 
report to train dispatcher from nearest telephone when clear 
at intermediate point. 

Between D K and Clark Ave . : 
The switching lead, first track south of main track wil l be 

used by trains or engines in either direction, entering track 
at D K or Clark Ave. on signal indication. When clear of 
switching lead at intermediate point the conductor must so 
report to signalman at Clark Ave. Before entering switch­
ing lead at intermediate point the conductor must obtain 
permission from signalman at Clark Ave. 

Provision of rule 105 wil l not apply. 

L . E . & P . Branch: 
Trains stopping on westward track between Brady Lake and 

Hugo must pull far enough west of the bridge which spans the 
P . R. R. tracks so that no part of the train will stand on the 
bridge 

Alliance Branch: 
Trains or engines will not use or occupy D . & S. branch track 

between Dillonvale and Smithfield without permission from 
operator at Dillonvale or from the train dispatcher. 

W A T E R S T A T I O N S . 
C. & P . Crossing 
Lorain Ave 
Marcv 
Clark Ave. 

Newton Falls 
Alliance Yard 
Minerva 
Bergholz 

Pan 
Piney Fork 
Dillonvale 
Darrowville 

A U T O M A T I C T R A I N S T O P . 
Enginemen and firemen must be qualified on rules for the 

operation of automatic train stop. 
Road engines and motors, operated between B R and B E , 

via Lake Front, between C F and B E also between Q D and 
C F , electrified zone, must be equipped with automatic train 
stop device in working order, and cut in, except: 

a. When used as pusher or second engine. 
b. By specific authority of Superintendent. 
c. When automatic train stop device becomes inoperative 

after leaving terminal, passenger, mail, express and milk 
trains must be operated at a speed not exceeding 35 miles 
per hour, and other trains at a speed not exceeding 20 
miles per hour. Engineman must notify Superintendent at 
the First communicating station and relief engine, if avail­
able, must be obtained at the first engine terminal. Train 
may proceed at normal speed when authorized by train 
order. Train dispatcher will arrange for clear block be­
tween open signal stations in advance of such train, within 
the limits of the train order. 

When forestalling whistle fails to sound while forestalling, 
engineman wil l reduce to and operate at speed specified in 
paragraph C until he has (ccasion to again forestall as pre­
scribed by the rules, and the whistle sounds; normal speed 
may then be resumed Failure of whistle to sound must be re­
ported on form SC-1 

E . J . G I B B O N S , Superintendent. 
A L L I A N C E B R A N C H : 

A. C. N E L S O N , Assistant Superintendent. C. M . M c V A Y , Assistant Superintendent. 

W. A . D A L B Y 1 R. W. B A R N E T T , Train Master. 
E . C. J O H N S O N 
G . F . J E S S U P \ Train Masters. 
W. T. G I L L E N 
R . p . M C L A U G H L I N J 

A B C R O T S E R 1 
F.' S.' S U L L I V A N \ Chief Train Dispatchers. 
G . B . K O U T N I K J 

T. B. S H E A 
C. M . H A M A N N 
D . J . L E E 
C. A. D O N E L 
G . L . H A R T S E L 
T. J . C O L T M A N 
A. R. J O H N S O N 

• Train Dispatchers. 

J. E . B A L D W I N 
R. T R I C K E Y 

J . I. C A S E 
J . G BETTIS 

Train Dispatchers. 

Cleveland Division 8 

BR TO BE 
v WESTWARD —FIRST-CLASS 

179 89 105 LF-41 41 37 I 15 23 87 67 
See Note ! 

B4 NYC-B1 The NYC-B4 
Pittsburgh The Buffalo The Adi.nc. Ohio B« Erie-NYC The 

Mtlet Mile* Miles S T A T I O N S Chicago Forest Cincinnati Shuttle Knicker- C»mm»dore State The LakeCities Conmnlort 
from from from o i a n u u o c l t y Express booker V.nderbilt Limited Missourian Special VaaderbUt 
BR BR BR 

C and P D K Clare- Daily Daily Daily Daily Daily Daily Daily Daily Daily Daily 
Cross- land 

ing Union _. 
Term! LEAVE A.M. A.M. A.M. A. M. A.M. A.M. A.M. A.M. A.M. A.M. 

0 0 0 B R A.. M . 2.11 2.38 2.43 3.25 

3.28 3.28 3.28 Q D 2.15 2.18 2.48 2.47 3.35 

9.10 9.10 East 26th St 3.00 2.57 3.46 

10.37 10.37 C . and P . Crossing 2.26 3.02 3.15 A.M. 3.48 

10.70 Front St A . M . 3.43 

A.M. 

11.15 Erie Passenger Sta . . 12.10 

11.77 D K 12.12 

5.97 East Cleveland 

11.27 East 34th St 

11.86 East 9th St 
12.96 Cleveland 

Union Terminal . .A A.M. A.M. 2.36 A.M 
12.96 Cleveland — — — 

Union Terminal . .L 12.20 12.40 2.55 3.30 

14.33 West 25th St 

14.20 16.16 Clark Ave '.. 12.20 12.26 12.46 3.01 3.36 

17.02 18.98 Linndale A.M. S 12 30 s 12.50 s 3.05 s 3.40 

18.91 20.87 Short Line Jet 12.40 1.00 3.15 3.50 

22.42 23.07 25.03 Berea 

22.53 23.18 25.14 B E 12.46 1.06 3.21 3.24 3.36 3.56 4.02 4.09 

ARRIVE A.M. A.M. A.M. A. M. A.M. A.M. A.M. A.M. A.M. A.M. 

No. LF-41 will not carry passengers. 

» " ' Cleveland Divisi 


