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ATTENTION 
TRAIN AND ENGINE CREWS 

Always keep in mind that the customer is the B U Y E R and that it is 
your job to make every B U Y E R a satisfied customer. To that end, the 
following matters deserve your constant attention: 

1. I f an error or misstatement has been made somewhere along the route, put forth 
every effort to correct it. Nothing should be considered too tr ivial . 

2. Ever be alert to the safety and comfort of your passengers, and freely give in­
formation and advice when requested. The aged, infirm and the young passenger 
traveling unaccompanied require special attention. Be helpful to them in every way 
possible, particularly in assisting them on and off trains, and occasionally inquire as to 
their comfort. 

3. Protect both coach and sleeper passengers against undue noise or disturbance, 
particularly at night. Remember they pay to sleep. 

4. The avoidance of arguments or friction with passengers is a test of your diplomacy. 
A calm and pleasant manner, regardless of the circumstances, is the best assurance of 
your success. 

5. Keep posted on connecting line train service, arbitrary holds they have in effect 
for our trains, and advise passengers so as to avoid, as far as possible, any uneasiness on 
their part about missing connections, and when same is unavoidable, tell them what 
time the next connection is due to depart. 

6. Cheerfully offer explanation of unusual delays and pass such information to other 
members of your crew—Brakeman, Porter, Sleeping Car, Pullman and Dining Car em­
ployes—so they too may advise passengers. Generally speaking, passengers wil l gladly 
accept a condition which they understand, but on the contrary are irritated when kept 
in ignorance. 

7. Neatness of appearance and courtesy bespeak pride in your job, and create 
good-will for the Railroad. 

8. Being considerate of others is the key to popularity. This applies to the institu­
tion and individual alike. Many of your passengers may be riding a train for their first 
time. This is especially true of the younger generation. K i n d and attentive treatment 
to make them feel at home creates additional passenger traffic. 

9. Remember that people traveling on passes have a right to that privilege, and are 
entitled to the same courteous treatment as other passengers. A satisfied "free-trans­
portation" passenger is always a booster. 

10. On crowded trains, New Y o r k Central employes riding on passes should, and 
will if properly approached, cheerfully cooperate in seeing that revenue passengers are 
given every possible consideration. 

11. Tra in Porter should keep coaches clean and in tidy condition at all times 
Toilets particularly are the source of adverse comment. Inspect them frequently. 

12. A V O I D R O U G H H A N D L I N G O F Y O U R T R A I N . New Y o r k Central engine-
men have an enviable reputation for smooth starting, running and stopping of their 
trains. Never lose sight of this feature, as passengers are more disposed to avoid the 
route that does not give them a smooth ride, than they are to exert the effort involved in 
registering complaints about it. 

13. Of equal importance is S M O O T H H A N D L I N G O F F R E I G H T T R A I N S . 
Rough handling results in damaged lading and delays due to damaged equipment, which 
creates dissatisfied customers. 

14. On-Time delivery of passengers, mail, express and freight at destination is what 
the customers pay for and expect. Your best efforts, always within the zone of safety, 
should be extended to keep your trains on time. 

i Ohio Central Division 



SPECIAL INSTRUCTIONS 
Special Instructions prefixed by letter or number modify 
Rules of the Operating Department with corresponding 

letter of number, unless otherwise specified. 
A. The title Transportation Superintendent will be used in­
stead of Superintendent. 

A - l . O T H E R R A I L R O A D S . 
Between: Stanley Tower and Rockwell Jet., first class trains 

run v ia T . T . R . R . and C . & O. R y . 
Bremen and New Lexington, trains run via P . R . R . 
Spangler and Zanesville, trains run v ia P . R . R . 
Armitage and West Athens, freight trains run v ia 

C . & O. R y . 
Hobson Jet. and Kanauga, trains run via C . & O. 

R y . 
Kanauga and Gallipolis, freight trains run via 

C . & O. R y . 

B-2 L A W S AND R E G U L A T I O N S . 
Hours of Service Law. 
When train or engine service employees have been on duty 

14 hours, they must notify the Transportation Superintendent 
promptly 

Employees must know when called for service that they are 
available under the Hours of Service Regulations, and if in any 
doubt, bring it to the attention of the proper official. 

Reports. 
When car of live stock is due to be fed, rested and watered 

within 3 hours, the conductor must send report to the Trans­
portation Superintendent by wire. 

Defective Cars. 
Cars becoming defective enroute when loaded with live 

stock or perishable freight may be hauled by chains instead 
of couplers to next repair point, and when so hauled at 
the rear of caboose must be chained in addition to being 
coupled unless the air brakes are in service. 

Other defective cars must not be hauled by chain in 
revenue trains or in association with cars commercially 
used, beyond the first side track. 

Ohio and West Virginia. 
A t railroad crossings and junctions at grade, not inter­

locked, al l trains must come to a full stop, not nearer than 
two hundred (200) feet, nor farther than eight hundred 
(800) feet from the crossing, and shall not cross until 
signalled to do so by the watchman, nor until the way 
is clear. 

Within the State of Ohio, when a pusher or helper engine 
is used to assist and assemble train and the pusher or 
helper engine is located behind the caboose, employes are 
prohibited from riding in or on the caboose while train is 
being assisted. 

K - l . F I G H T I N G . 
Fighting while on duty or on company property is prohibited. 

L-2 M I S - U S E OF COMPANY P R O P E R T Y . 
Abuse, mis-use, defacing of or deliberate damage to or de­

struction of company property, tools or equipment is forbidden. 

M . S A F E T Y . 
Employees must provide themselves with the book of Safety 

Rules and be governed by the rules contained therein. 

0 . R E A D I N G ON D U T Y . 
While on duty, books, magazines or papers other than com­

pany instructions, must not be read. 

R E P E A T I N G I N S T R U C T I O N S : 
A l l verbal instructions affecting train movements or involving 

equipment or track conditions must be repeated back by the 
employee receiving them. 

1 . S T A N D A R D T I M E . 
Eastern Standard Time is in use. 

3. S T A N D A R D C L O C K S 
Stanley yard /telegraph office. 

\Diesel shop. 
Kenton Telegraph office. 
West Columbus /Telegraph office. 

\Engine house. 

Bucyrus Y a r d Engine house. 
Corning /Telegraph office. 

\Engine house. 
Fultonham Telegraph office. 
T T . [Telegraph office. 
H o b s o n Yard office. 

Engine house. 
Charleston /Yard office. 

(.Dispatcher's office. 
Dickinson Telegraph office. 

3b. C O M P A R I N G W A T C H E S . 
When practicable, conductors and enginemen must compare 

watches with each other before commencing each day's work. 
Other engine and train employees must compare watches with 
the conductor or engineman as soon as practicable. 

12. H A N D , F L A G AND L A M P S I G N A L S . 
Engine, while handling wrecking crane engaged in wrecking 

operations, must not be moved until given proper hand signal 
with green flag or green light. 

West Columbus: Trains and engines entering or leaving 
No. 1 or No. 2 main tracks, must receive proceed 
signal with green flag by day and green light by night, 
from switchtender. 

Movements through crossover, between main track 
and side track, will be governed by hand signals given 
by switchtender, with yellow flag by day and yellow 
light by night. 

13. E M E R G E N C Y S I G N A L S AT I N T E R L O C K I N G AND 
O T H E R P O I N T S . 
Whistle or horn signal at: 

" S A " Tower, Stanley. 
" F " Tower, Fostoria. 
" B J " Tower, Grandview. 
" W F " Tower, Frankfort Street. 
Institute—Klaxon Horns located on Southward manual 

block signal and on Signal No. 46162. When sounded, 
trains and engines operating on side tracks must stop 
and will not move until instructed by plant guard or 
other authorized person. 

14. E N G I N E W H I S T L E S I G N A L S . 
The whistle must be sounded at whistle posts and where re­

quired by rule or law. 
In sounding whistle signal 14 (/) the forward facing horn must 

be used. The rear facing horn will be used in sounding this signal 
only when the forward facing horn is inoperative. 
15. T O R P E D O E S . 

After exploding a torpedo or torpedoes, train or engine will 
proceed, reducing speed and preparing to stop short of train 
ahead or obstruction. After proceeding for a distance of one 
mile from the place where torpedo was exploded train may 
resume normal speed if track is seen to be clear. 

19. M A R K E R S . 
Engines occupying the main track with cars must display a 

red flag by day and a red light by night on the rear of the rear 
car. 

Note—Reflectorized markers on each side of rear car or a 
circular reflectorized disc, mounted in the center of 
the rear car of a train, may be used in lieu of marker 
lamps on territories specified in the time table. 

21a. O M I S S I O N O F W H I T E S I G N A L S . 
The display of white signals wi l l be omitted. 

34. F L A G M E N ' S S I G N A L S . 
The following signals will be used by flagmen: 

Day Signals—A red flag. Night Signals—A white light. 
Torpedoes. Torpedoes. 
Fusees. Fusees. 

83. T R A I N R E G I S T E R S . 
Stanley Y a r d Telegraph office. 
West Columbus Telegraph office. 
Bucyrus Y a r d Engine House. 
Thurston Telegraph office. 
Bremen Telegraph office 
New Lexington Telegraph office. 
Corning Telegraph office. 
Fultonham Telegraph office. 
Hobson Y a r d office. 
Kanauga Telegraph office. 
Dickinson Telegraph office. 
Thurston, Bremen, New Lexington, Hobson and Kanauga: 

Operators register al l trains. 
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Corning: Southern Subdivision. Second class and extra 
trains register by phone. 

Engines or trains with initial station at Bigley Avenue 
Junction, Morris Street Junction or Bridge Junction 
will verbally ascertain from the Tra in Dispatcher 
whether al l trains due which are superior or of the 
same class have arrived or left. 

83d. C L E A R I N G OF T R A I N S . 
Trains will not leave the following stations without 

Clearance Form A 
Bremen: A l l trains. 
New Lexington: A l l trains. 
Kanauga: A l l Southward trains. 

Trains will not receive Clearance Form A at the follow­
ing stations: 

Hitop. 
Swiss. 

Stanley Y a r d : Trains or engines must not occupy track 
south of signal E-61 from Y a r d K lead, or south of 
Signal E-81, Yards O and S lead without permission 
from Train Dispatcher at Fostoria. 

Between Berwick and Toledo: Ohio Division trains wil l 
display signals on train orders issued by Transportation 
Superintendent of Ohio Division. 

93. Y A R D L I M I T S . 
Stanley Yard (Western Subdivision). 
Bowling Green. 
Findlay: North Findlay to Hancock, inclusive. 
Kenton. 
Marys ville. 
West Columbus: Grandview to Truro, inclusive. 
East Columbus: Truro to Woodland Ave. , inclusive. 
Basil to Thurston, inclusive. 
Corning: Rendville to B K , inclusive. 
Stanley Y a r d : Main St. to south end yards. 

(Eastern Subdivision.) 
Fostoria. 
Spore to Bucyrus, inclusive. 
Mt. Gilead Jet. to Mt. Gilead. 
Heath. 
Muskingum. 
Spangler. 
Fultonham. 
Tropic. 
Glouster to Buckingham (MP 83.4). 
Armitage to Grosvenor, inclusive. 
Hobson to Hobson Jet., inclusive. 
Institute. 
Charleston: Shorr to Stuart, inclusive. 
Belle to Dickinson, inclusive. 
Glen Ferris to Gauley Bridge, inclusive. 
Swiss. 
Bigley Ave. Jet. to City Limits (Hitop Branch). 

S-93. Y A R D L I M I T S . 
Note—Where automatic block signal system rules are in 

effect "known to be clear" includes when track is 
known to be clear by signal indication. 

Footnotes to Rule S93 and D93 reading: 
Note: Where automatic block signal rules are in effect, 

"known to be clear" includes when track is known to be 
clear by signal indication—Applies only between: 

B . & O., West Columbus, and Bannon, 
Signal E341 and Signal E382, Fostoria, 

where Automatic Block System is in use in Columbus and 
Fostoria territory. 

D93a. M O V E M E N T S A G A I N S T T H E C U R R E N T O F 
T R A F F I C . 

Movements against the current of traffic within yard 
limits must be made prepared to stop short of train or 
obstruction. 

May be made on authority of Train Dispatcher except: 
(a) B . & O. R . R . Tower and Frankfort Street under 

supervision of Yardmaster. 
(b) Frankfort Street and Bannon by permission of 

signalman at Frankfort Street. 

98. R A I L R O A D C R O S S I N G S A T G R A D E . 
Location Railroad Signals 

Galatea B . & O Interlocking. 
•Mortimer Nickel Plate Interlocking. 
North Findlay Nickel Plate Interlocking. 
•Arlington A . C . & Y Interlocking. 

Location Railroad Signals 
Dunkirk P . R . R Interlocking. 
Kenton Er ie Interlocking. 
Ridgeway Ohio Division Interlocking. 
•Peoria Er ie Interlocking. 
*Marysville Ohio Division Interlocking. 
Mounds P . R . R Interlocking. 
Grandview Ohio Division Interlocking. 
West Columbus B . & O Interlocking. 
L M Tower P . R . R . - C . & O Interlocking. 
Frankfort St C . & O Interlocking. 
Bannon N . & W Interlocking. 
East Columbus (B.&O Interlocking. 

\ U . S. Government Target. 
Stanley Tower T . T Interlocking. 

[Nickel Plate ( L . E . & W.) . . Interlocking. 
Fostoria i Nickel Plate Interlocking. 

|C. & O Interlocking. 
I B . & O Interlocking. 

Berwick Ohio Division Target. 
•Sycamore A . C . & Y Interlocking. 
Bucyrus P . R . R Interlocking. 
Martel /Erie Interlocking. 

\Ohio Division Interlocking. 
Edison Ohio Division Interlocking. 
*Centerburg P . R . R Interlocking. 
Heath B . & O Interlocking. 
Walser B . & O Target. 
Fultonham Pgh. Plate Glass Stop Sign 
•Darlington P . R . R Interlocking. 
Crooksville P . R . R Target. 
Armitage C . & O Target. 
Grosvenor B . & O Interlocking. 
Port Amherst C . C . R . R Interlocking. 
Cedar Grove / K . C . & N . W Target. 

\Kellys Creek R . R Target. 
Blue Creek B . & O Target. 
Peoria—Erie Railroad Crossing: Trainmen wil l be governed by 

instructions located in telephone compartment of concrete 
instrument house, located in northeast corner of crossing, 
when home signal indicates Stop. 

Mortimer—Nickel Plate Crossing: Trainmen will be governed 
by instructions posted in Control Case, northwest corner of 
crossing, when home signal indicates Stop. 

Marysville—Ohio Division Crossing: Trainmen wil l be gov­
erned by instructions posted in control box located in the 
southeast angle of crossing, when home signal indicates 
Stop. Normal position of interlocking for Ohio Central 
Division movement. 

Port Amherst—C. C . R . R . Crossing: During hours Port 
Amherst interlocking closed, N . Y . C . interlocking home sig­
nals wil l be set in Proceed indication and C . C . R . R . home 
signals in Stop indication. 

Centerburg—If home signal fails to clear on approach of trains 
and there is no evidence of an approaching train on the 
P . R . R . , unlock emergency control case, located at northeast 
corner of crossing, and be governed by the instructions posted 
in the control case. 

•Automatic Interlocking 

101a. P R O T E C T I O N A G A I N S T R E T U R N M O V E M E N T S . 
When a portion of a train is left on the main track, i t must 

be protected against the return movement. A t night, or when 
weather conditions require, torpedoes must be used, and, in 
addition, a white light must be displayed on the front of the 
head car. This does not relieve the engineman from using 
necessary caution to avoid accident in returning. 

103. P U B L I C C R O S S I N G S A T G R A D E . 
Obstructing Public Crossings. 
Columbus, Whittier Street: 

When northward home signal at Frankfort Street does not 
indicate proceed, trains or engines moving northward on either 
No. 1 or No. 2 track must stop one-hundred (100) feet south of 
Whittier Street and must not proceed over Whitter Street until 
interlocking signal indicates proceed and must then move 
promptly. 

Trains or engines must not call for signal at Frankfort Street 
Interlocking until ready to make prompt movement over 
Whittier Street. 

Trainmen must flag trains or engines over the following 
crossings: 

East Columbus Branch: Main Street 
Broad Street 

Spangler Maysville Avenue 
Rendville Z . & W. Route 13 

3 Ohio Central Division 
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Automatic Flashing Light signals with or without Gates. 
A t al l crossings where signs are provided on other than main 

tracks to indicate " E n d of Circui t " , trains and engines opera­
ting on such tracks must proceed slowly past sign located adja­
cent to track and approximately fifty feet from crossing and not 
cross the highway until gates are in horizontal position. (Where 
flashing light signals are in service without gates, the flashing 
lights must be operating for at least 20 seconds.) 

At a l l crossings where sign are provided on main tracks to 
indicate " E n d of Circui t " , trains and engines stopping on main 
tracks must stop back of sign. When starting, if gates are raised 
(or flashing lights not operating), must proceed slowly past sign 
and not cross highway until gates are in horizontal position. 
(Where flashing light signals are in service without gates, flash­
ing lights must be operating for at least 20 seconds.) 

In addition to automatic operation, controllers are provided 
for manual control of flashing light signals at the following 
crossings. 

Bucyrus, Ohio Hopley Avenue 
Baltimore, Ohio Main Street 
Corning, Ohio Main Street 
Nitro, W. V a 42nd Street 
Glasgow, W. V a 3rd Street 
Member of train or yard crew, when making switching move­

ment, wil l operate controllers in accordance with instructions 
posted at the crossings. 

104a. N O R M A L P O S I T I O N O F S W I T C H E S . 
The normal position of switches is as follows: 

West Columbus: For No. 2 track. 
Thurston: 

Bucyrus: 

Shorr: 
Bigley Ave. 
Swiss: 

Fultonham: 

Jet. 

Junction switch, Eastern and Western 
Sub-Divisions, for movement Corning 
and Columbus. 

Junction switch, Z. & W. Sub-Division, 
for movement Thurston to Bucyrus. 

Junction switch, south end of yard, for 
movement to yard lead. 

For No. 2 track. 
For No. 2 track. 
Junction switch, N . F . & G . for movement 

to N . F . & G . main track. 
Junction switches, Pittsburgh Plate Glass 

Company, for N . Y . C . movement. 

104e. S P R I N G S W I T C H E S . 
Location Normal Position 

Stanley Y a r d : Junction of south leads to 
Yards S and O For Y a r d S. 

Stanley Y a r d : Junction of northward and 
southward running tracks north of Wal- For Southward 
bridge Road running track. 

Kenton: North end of siding For main track 
Stuart: at south junction of northward and 

southward main tracks For Track No. 2 
When signal indicates " S T O P , " switch must be examined and 

if found in proper position train may proceed; if not in proper 
position, switch must be operated by hand before movement is 
made over i t . Except at Stuart, trainmen must call manual 
block operator at Charleston for instructions before proceed­
ing. Rule 104B wil l govern if switch is found defective. 

105. S I D I N G S . 
Trains taking siding will take first switch, except: 
Lime C i t y : Southward, second switch. 
Bowling Green: Southward, fifth switch. 
Galatea: Northward, second switch north of B . & O. crossing. 

Northward, first switch north of Nickel 
North Findlay: • Plate Crossing. 

Southward, fifth switch. 
Kenton: Northward, first switch north of Er ie crossing. 

Southward, first switch south of depot. 
Ridgeway: Southward, first switch south of Ohio Division 

crossing. 
Marysvil le : Northward, third switch north of Ohio Division 

crossing. 
Grandview: Northward, first switch north of Ohio Division 

crossing. 
Truro: Southward, fifth switch. 

(Southward, Toledo to Thurston, first switch 
north of Main Street. 

Southward, Columbus to Corning, second switch. 
Northward, to Columbus, second switch. 

New Lexington: Southward, second switch south of station. 
Stony Ridge: Southward, second switch. 
Luckey: Northward, second switch north of station. 
Sycamore: Southward, first switch south of station. 
Spore: Southward, second switch. 
Edison: Southward, first switch south of Ohio Division 

crossing. 
Johnstown: Southward, second switch. 
Granville: Southward, second switch. 
Glouster: Southward, second switch south of station. 
« •• /Southward, third switch. 
A r m i t a g e . | N o r t h w a r d ( s e C o n d switch. 
Alban (Southward, first switch south of station. 

y ' (Northward, second switch. 
Kanauga: Southward, second switch. 
Arbuckle: Southward, second switch. 
Rumer: Northward, second switch. 
Nitro: Northward, second switch north of station. 
Dunbar: Southward, first switch south of station. 
L e v i : Southward, second switch. 
Smithers: Southward, first switch south of station. 
D B Tower- /Southward, first switch south of Mile Post 156. 

' \Northward, second switch. 
Northward 

and 
Southward 

Capacity based on 44-ft. cars. 
Southward 

Lime Ci ty 
Bowling Green 
Galatea 
North Findlay 
Hancock 
Dunkirk 
Kenton 
Ridgeway 
West Mansfield 
Marysville 
Scottslawn 
K i l e 
Renner 
Highway 
Stonington 
Truro 
Basi l 

[Toledo-
T,, . J T h u r s t o n . . . Thurston C o l u m b u s . 

( Corning 
Bremen 
New Lexington 
Clay Bank 
New Salem 
Stony Ridge* 
Luckey* 
Woodside* 
Norris* 
Landgraf * 
Sycamore 
Spore 
Martel 
Edison 
Johnstown 
Granville 
Glouster 
Chauncey 
Armitage 
Albany 114 
Kanauga 
Arbuckle 
Robertsburg 
Rumer 
Courtney 
Putnam 
Nitro 
Dunbar 
Lev i 
Midwest 
Smithers 
D B Tower 
* Indicate controlled siding 

Northward 
107 
148 
103 
110 
102 
100 
90 
95 

110 
130 
78 
98 
82 
98 
83 

126 
78 

123 

148 
96 
90 
94 
33 
98 
98 

143 
101 
102 
98 
96 
96 

100 
63 
56 
94 

113 
142 

'90 
124 
83 

119 
90 
79 

132 
81 

135 
125 

80 
104 
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109. B U L L E T I N B O A R D S AND B O O K S . 
Bulletin Orders posted in books must be signed for by train 

and yard service employees. 
Notices over 12 months old wil l be removed and re-issued if 

still in effect. 
Stanley Yard / X ? r d , o f f ? c e ' 

\Diesel shop. 
Findlay Former Passenger 

station. 
Kenton Y a r d office. 
Grandview Ave Y a r d office. 
West Columbus /Yard office. 

\ Engine house. 
South Columbus Switchmen's shanty. 
Thurston Telegraph office. 
Fostoria Freight station. 
Bucyrus Y a r d (Yard office. 

\Engine house. 
Fultonham (Telegraph office. 

\Engine house. 

!

Telegraph office. 
Engine Dispatcher's 

office. 
Y a r d office. 
Engine house. 

Nitro Telegraph office. 
Institute Telegraph office. 

[Yard office. 
Charleston \ Engine Dispatcher's 

( office. 
Dickinson (Yard office. 

\ Engine house. 
Stanley Tower and Rockwell Jet: T . T . R . R . and C . & O. R R . 
General Orders and Notices, governing this territory wil l be 
posted in passenger station at Beliefontaine. 
Bremen and New Lexington: P . R . R . 

General Orders and Notices, governing this territory wil l be 
posted in West Columbus Yard Office and Engine House; Bucyrus 
Engine House, Hobson Yard Office and Engine House; Corning 
Yard Office and Engine House. 
Spangler and Zanesville: P . R . R . 

General Orders and Notices, governing this territory will be 
posted in Yard Office at Fultonham. 
Armitage and West Athens 1 
Hobson Jet. and Kanauga [ Via C . & O. R . R . 
Kanauga and Gallipolis j 

General Orders and Notices, governing this territory will be 
posted in Yard Office and Engine House at Hobson. 

D E S I G N A T I O N AND U S E OF M A I N T R A C K S . 
Single Track: 

Between: Stanley Y a r d and West Columbus. 
Bannon and Bremen. 
New Lexington and Corning. 
Stanley Y a r d and Fostoria Signal E 341. 
Fostoria Signal E 382 and Thurston. 
Thurston and Spangler. 
Muskingum and Ferro. 
Fultonham and Rendville. 
Glouster and Buckingham (MP 83.4) 
Corning and Hobson. 
Kanauga and Shorr. 
Stuart and Swiss. 
Bigley Ave. Jet. and Hitop. 

D-151. 
Two Tracks : 

Between Frankfort St. and Bannon. 
Tracks are numbered from the West and will be used as 

follows: 
No. 1 , Southward. 
No. 2, Northward. 

Fostoria: Between Signals E 341 and E 382. 
West Columbus and Frankfort St. 

Tracks are numbered from the West and will be used as 
follows: 

No. 1 , Southward and Northward. 
No. 2, Northward and Southward. 

Between Shorr and Stuart. 
Tracks are numbered from the West and will be used as 

follows: 
No. 1 , Southward. 
No. 2, Northward. 

206a. M O V E M E N T B Y T R A I N O R D E R S . 
When an engine consists of more than one unit, the number 

of the leading unit or the numbers of both the leading and rear 
units, may be used to identify the train. 

221. T R A I N O R D E R S I G N A L S . 
Rules 221-A, 221-B and 221-C will apply at offices as listed 

under Stations, Office Calls and Office Hours. 

223. A B B R E V I A T I O N S . 
Automatic Block Signal System A B S 
Manual Block Signal System M B S 
Traffic Control System T C S 

M O V E M E N T OF T R A I N S B Y B L O C K S I G N A L S 
Assigned 

Track Between Direction Operation 
Single Stanley Yard and West Columbus None Rules 300-373 incl. 
1 Frankfort St.-Bannon Southward Rules 251-254 incl. 
2 Bannon and Frankfort St Northward Rules 251-254 incl. 
1 West Columbus and Frankfort Street None Rules 550-562 incL 
2 Frankfort Street and West Columbus None Rules 550-562 incl. 
Single Bannon and Bremen None Rules 300 373 incl. 
Single New Lexington and Corning None Rules 300-373 incl . 
Single Stanley Interlocking and Fostoria Signal 

E341 None Rules 550-562 incl. 
1 Fostoria Signal E341 and Signal E382 None Rules 550-562 incl 
2 Fostoria Signal E382 and Signal E341 None Rules 550-562 incl 
Single Fostoria Signal E382 and Berwick None Rules 550-562 incl 
Single Corning and Hobson None Rules 300-373 incl 
Single Kanauga and Shorr None Rules 300-373 incl 
Single Stuart and Gauley Bridge None Rules 300-373 incl 

S P E C I A L S I G N A L A S P E C T S AND I N D I C A T I O N S 
281 285A 

F ig .22B Fig. l4 IA 
INDICATION—Proceed. 

NAME—Clear. 

INDICATION—Proceed prepared 
to stop at next signal. Train ex­
ceeding medium speed must at 
once reduce to that speed. 

NAME—Approach-Restricting. 

297. R A I L R O A D G R A D E C R O S S I N G S I G N A L S . 
Trains must stop before proceeding unless otherwise 

indicated. 
Location 

East Columbus. 

Berwick 

Signal Position 
.Target Horizontal. 

(Two) 
.Target V e r t i c a l . . . 
Normal posi­
tion for Ohio 
Central 
Division. 

Walser. .Target V e r t i c a l . . 

Indication 
. Proceed. 

. O h i o C e n t r a l 
Division trains 
proceed without 
stopping, at a 
speed not exceed­
ing 15 miles per 
hour. 

.Proceed. N . Y . C . 
R . R . trains wil l 
approach cross­
ing under full 
control, prepared 
to stop, and when 
target is in verti­
cal position may, 
without stop­
p i n g , p r o c e e d 
over crossing at 
a speed not ex­
ceeding 15 miles 
per hour. 
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Location Signal Position Indication 
Fultonham Stop Sign Trains and en-

Pittsburgh Plate g i n e s on b o t h 
Glass Company r a i l r o a d s w i l l 

stop before pro-
c e e d i n g o v e r 
these j u n c t i o n 
switches. 

Crooksville Target Horizontal.. Proceed. 
Armitage Target Horizontal . .N. Y . C . trains 

Normal posi- and engines must 
tion for N . Y . C . approach cross­

ing prepared to 
stop, but if tar­
get is in hori­
zontal position, 
m a y p r o c e e d 
without stopping 
at a speed not 
e x c e e d i n g 15 
miles per hour. 

Cedar Grove )Target Horizontal..Proceed. N . Y . C . 
K . C . & N . W. Normal posi- R . R . trains will 
K e l l y Creek R . R . J tion for N . Y . C . approach cross­

ing under full 
control, prepared 
to stop and when 
target is in hori­
zontal position, 
m a y w i t h o u t 
stopping proceed 
over crossing at 
a speed not ex­
ceeding 15 miles 
per hour. 

Blue Creek Target Horizontal.. Proceed. 
Crooksville—P. R . R . Crossing: 

Trainmen will handle target and leave it in proceed 
position for N . Y . C . 

Blue Creek—B. & O. Crossing: 
Trainmen will handle target and leave it in proceed posi­

tion for B . & O. 

S T O P S I G N S . 
A t signs reading "Stop" trains and engines, after making a 

stop, wi l l proceed in accordance with instructions contained in 
the time-table under other rules, Bulletin Orders or instructions 
posted at the location. 

300. MANUAL B L O C K S I G N A L S Y S T E M . 
A signalman may admit a train other than a passenger train 

to a block that is wholly or partly within yard limits under a 
clear block indication when it is known that the block is not 
occupied by a passenger train or not occupied by a train other 
than a passenger train outside of yard limits. 

Indications of manual block signals wil l convey to second 
class and extra trains information as to condition of that 
portion of the block that is not within yard limits. Second 
class and extra trains and engines must move within yard 
limits prepared to stop unless main track is seen or known 
to be clear. 

A t interlockings where home (or dwarf) signals are also used 
as manual block signals, enginemen or trainmen must, before 
passing stop signal, in addition to clearance Form A , receive 
hand signal as provided in Rule 663, or permission from the 
signalman. 

305a. I N T E R L O C K I N G S I G N A L S U S E D A S MANUAL 
B L O C K S I G N A L S . 

Interlocking signals which serve also as Manual Block signals 
wi l l display Manual Block indications on top arm or light. 
When other than top indication is used to display a "proceed" 
indication, Clearance Form A, Clearance Forms A and B , or 
Clearance Form A and a train order wil l be used to indicate the 
condition of the block except: 

Kenton: Er ie Interlocking, Southward home signal, Main 
track, Middle Indication. 

Ridgeway: Northward home signal from siding, Middle 
Indication. 

Thurston: Southward home signal. Bottom Light—block 
occupied indication. 

Where an automatic signal is in use in Manual Block territory, 
it wil l indicate condition of track only between automatic signal 
and fixed signal reading " E n d of Automatic Block." 

Manual Block Signals are Remotely Controlled as Follows: 
Location Control Station 

Midwest: South end siding Dickinson. 
L e v i : North end of siding Port Amherst. 
New Lexington: South end of siding New Lexington. 

Trains must not pass these signals without entire train or 
to do switching without first notifying the controlling signal­
man of intended moves and must report to controlling signalman 
as soon as such moves have been completed. 

During hours Port Amherst train order and manual block 
office closed, the manual block signals at Lev i do not govern 
block movements. 

Indications of approach signals at Institute, do not apply to 
that portion of the block between approach signal and manual 
block signal. 

505. A U T O M A T I C B L O C K S I G N A L S Y S T E M . 
Unless otherwise provided, Manual Block Signal System 

Rules will govern movements against the current of traffic. 
Trains stopped by automatic signals as shown below, wil l , 

before proceeding, communicate with Signalman and be gov­
erned by his instructions: 

Bucyrus Interlocking—Signal No. 40691, Southward tonnage 
trains. 

Martel Interlocking—Signal No. 40812, Northward tonnage 
trains. 

Grandview Interlocking—Signal No. 42991, Southward trains. 
Bannon Interlocking—Signal No. 43071, Southward trains 

with 75 or more cars. 

512. T R A I N D E L A Y E D I N B L O C K . 
When a train or engine has passed a signal permitting it to 

proceed and is delayed in the block, it must proceed at restricted 
speed to the next signal; except if it can be seen, or it is known 
that track is clear to next signal and that such next signal dis­
plays a proceed indication, train having been delayed may pro­
ceed in accordance with the indication received at the last 
signal passed before delay occurred. 

514. E N T E R I N G B L O C K B E T W E E N S I G N A L S . 
A train or engine entering a block between signals must be 

protected as required by the rules and must proceed at restricted 
speed to the next signal in advance unless it can be seen or known 
that the track is clear to next signal in advance and such signal 
displays a proceed indication. 

663a. R E M O T E C O N T R O L S W I T C H E S AND S I G N A L S . 
Location Signal Station Tracks 

1.03 miles south of Dunkirk Main to Siding 
1.18 miles north of Kenton Main 

.83 mile south of Ridgeway Main to Siding 
1.10 miles south of Thurston Main to Siding 

At locations where remote control switch may be operated 
by hand in an emergency, additional instructions are posted in 
the phone booth at the location. 

663b. A U T O M A T I C I N T E R L O C K I N G . 
Mortimer, Peoria and Centerburg— 

After train has passed approach signal, permitting it to pro­
ceed and is delayed in the block, it must proceed at restricted 
speed, expecting to find the home signal in stop position. 

Provisions of Rule 663b wil l govern, if home signal fails to 
display a proceed indication after reaching a point 300 feet in 
rear of signal. 

I N T E R L O C K I N G L I M I T S . 
Interlocking limits at: 

Dunkirk and Ridgeway cover tracks between interlock­
ing and remote control signals. 
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701. O B S E R V A N C E OF P A S S I N G T R A I N S . 
If any indication of conditions endangering a train is observed, 

"Stop" signal must be given. If there are no apparent defects, 
employees must give "Proceed" signal. 

703. M A K E - U P OF F R E I G H T T R A I N S . 
Trains containing cars equipped with " K " type brake equip­

ment, limit to 50 cars. 
Defective cars carded "Rear End Only" must not be placed 

forward of 15 cars from caboose. So far as possible, inspectors 
must apply these cards to cars requiring such movement prior to 
trains being made up in the yard. 

Snow plows must not be hauled backward when being moved 
in freight train. 

705. L E A V I N G CARS ON S I D E T R A C K S . 
Cars must not be left bridging across insulated joints in track 

rails where tank cars are placed. 
Cars with hot journals must not be left on any track in close 

proximity to where gasoline is loaded or unloaded. 

715. G A M B L I N G . 
Gambling on Company Property by employees is forbidden. 

HAND B R A K E T E S T . 
A running test of hand brakes must be made on a R a i l Diesel 

Car or R a i l Motor Car upon leaving initial terminal when 
operating as a single unit. As soon as speed permits, engineman 
must place throttle lever of R D C car in No. 1 position (rail 
motor car in O F F position) and signal for brakes. The conductor 
or members of train crew must then apply hand brakes to 
determine if they are operating properly. In case hand brakes 
do not operate properly, car must proceed at restricted speed 
to the nearest point at which repairs can be made. 

R A I L D I E S E L C A R S , C L A S S R D C . 
When operating single unit R D C cars, arrangements must be 

made for an absolute block in the rear of each car operated. 

When making stops in automatic block and interlocking 
signal territory, two stops must be made. After the first stop 
is made, the car will be moved forward at least six feet when 
making the second stop, to avoid stopping on sand. 

At interlockings, remote controlled locations and in Traffic 
Control System Territory, switches in route taken by R D C cars 
will not be operated until it has been ascertained that move­
ment through the route has been completed. 

D I E S E L E Q U I P M E N T : 

A. L E A V I N G D I E S E L L O C O M O T I V E U N A T T E N D E D 
( E N G I N E S R U N N I N G ) 

* 1 . Apply Independent Brake Ful l On. 
2. Place automatic brake in running position. 
3. Place throttle in idle, selector handles in " O f f " and re­

move reverser handle. 
4. Pull out generator field switch or, if equipped, place gen­

erator field circuit breaker in "Of f " . (Leave all other 
switches and circuit breakers in running position if 
desired). 

5. Apply hand brakes. 
6. If on grade, chain or block wheels. 
7. A l l electric control jumpers must remain connected be­

tween units. 

*Note: Locomotives conditioned for towing, or movement 
" D e a d " in Train, or to be picked up by switching 
crews, may be left with the Independent Brake in 
running (release) position. 

B . Air Brakes. 
Road engines must have the Controlled Emergency 

feature of 24 R L brake equipment set in Passenger (or 
Passenger Lap) , except when coupled to a freight train. 

Engines operating light in road service, yard or termi­
nal territory, must have the Rotair Valve and Controlled 

Emergency Cocks set as follows: 
Rotair Valve operating " A " unit set in " P a s s " position. 

Controlled Emergency Cock " B " unit set in " P a s s " 
position. 

Rotair Valve trailing " A " unit set in "Pass L a p " position 

C . Passing Over Railroad Crossings at Grade 
When crossing a railroad crossing at grade, throttle 

should be moved back to Run 3 and kept in that position 
until al l locomotive units have passed over the crossing. 

D . Diesel stopping over open flames. 
Diesel engines must not be stopped over burning fusees 

or other open flames, lights or fires when i t can be avoided. 
When so stopped and engine cannot be promptly moved, 
the fusees or fire must be extinguished. Open flame switch 
heaters must be relighted after the engine has been moved. 

L U B R I C A T I O N AND C A R E OF J O U R N A L B O X E S . 
A l l New York Central System road locomotives and al l 

new passenger cars, as well as many of the older cars, are 
equipped with the Twinplex Hot Box Alarm. I n the event that 
any of these bearings become overheated a strong and some­
what disagreeable odor is released and also a dense white 
smoke. Tra in and engine crews, also towermen, crossing watch­
men, maintenance of way forces and other employes wil l be on 
the lookout for these indications and whenever they are ob­
served the train must be stopped immediately. When the hot 
box is located it must be given the usual attention in accordance 
with prescribed practices. 

Current "Instructions for the Lubrication and Care of Journal 
Boxes" govern. 

When a journal is found overheating enroute, train must be 
stopped and examination made. Packing must be adjusted or 
box repacked if this wil l overcome trouble. If cause of heating 
cannot be corrected in this manner or car cannot be moved to 
the next terminal through use of cooling compound, car should 
be set out. 

Water or snow should not be used for cooling hot journals 
except in emergency, and when used, journal should be cooled 
as slowly as conditions will permit. 

When cars with hot journals are set out where inspectors do 
not take immediate charge, precaution must be taken to know 
that journal is left in condition to avoid damage to car by fire. 

Conductor must make prompt report to Transportation Super­
intendent and car foreman of cars treated enroute, or set out 
account overheated journal, stating whether treated by cooling 
compound or by water or snow, also whether heating was de­
tected by odor or smoke of Hot Box Alarm. 

Cooling Compound. 
An approved hot journal cooling compound, and Form 

N Y C S RS-74, furnished by storekeeper, shall be carried as 
part of caboose equipment and train crew equipment in pas­
senger service. 
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Cooling compound shall be used for emergency treatment of 
overheated journals of cars enroute in trains. Treatment should 
be given before journal becomes red. 

Journals with broken brasses shall not be treated with 
cooling compound. 

When applying cooling compound, packing in journal box shall 
be loosened by use of packing iron, after which cooling com­
pound shall be applied along full length of rising side of journal; 
particular attention to be given to placing compound at back or 
inside end of journal. 

Cars having journals treated with cooling compound shall be 
tagged in a prominent place near journal box, using Form N Y C S 
RS-74, at time compound is applied. 

F A T A L I T I E S . 

The body of a person who dies on a train must be left at first 
station stop where a Health Officer is available and station 
employe on duty. Station employe must not permit the body 
to be removed from station without proper authority. If 
person who dies is accompanied by an attendant, conductor 
must confer with attendant as to disposition of body, and such 
information must be given to the station employe. 

If train stops at a station other than where the body can be 
removed, conductor will give advance notice to the station 
where the body is to be left, and station employe must notify 
Health Officer promptly. 

Where the body of a person meeting violent death or death 
from unknown cause is located on railroad property, other than 
aboard train, the body should not ordinarily be moved from the 
place where found unless the Coroner is first notified and his 
permission is received to remove the body; but if it is apparent 
that the Coroner's permission cannot be secured without undue 
delay to trains, the body may first be moved to a position where 
trains can conveniently pass, after noting its position and con­
dition for the Coroner's information. This is particularly impor­
tant where death appears due to foul play. In al l cases an em­
ployee must be left with the body until arr ival of the Coroner. 

R A I L D E T E C T O R C A R S AND C L E A R A N C E CAR X-8016. 
Cars operating under own power: 

Cars must be brought to full stop before movement is made 
on to turn tables. 

Trains or engines must not be permitted to follow such cars 
into block between open signal stations in A B S territory or 
between controlled signals in T C S territory. 

Cars approaching highway crossings which are provided with 
automatic protection must not pass over crossings until Manual 
protection is provided, unless i t is known that the automatic 
protection is functioning. 

A t Railroad crossings, where automatic interlocking is in use, 
such cars wi l l come to a stop and must not proceed over cross­
ings until a l l instructions covering emergency use of such cross­
ings have been complied with. 

A t interlockings, remote controlled locations and in Traffic 
Control System Territory, switches in route taken by these cars 
wi l l not be operated until i t has been ascertained that move­
ment through the route has been completed. 

I n Automatic Tra in Stop territory, if car is not equipped with 
Automatic T r a i n Stop device, movements wil l be made in ac­
cordance with Time Table Special Instructions governing such 
moves, except that Tra in Dispatcher will arrange for clear block 
between open signal station and in T C S territory, between 
remote interlocking, both in advance and in rear of car. 

Cars X-8015 and X-8016 are equipped with Automatic Tra in 
Stop Devices for forward and reverse operation and rules 
governing such operation wil l apply. 

When Towing Cars in Train : 

_ During freezing weather, if heat is not provided in car, domes­
tic water must be drained. Diesel engine and car heating water, 
if not protected with anti-freeze solution, must be drained. 

R a i l detector cars, other than N Y C , must not be handled in 
freight or passenger trains. N Y C cars X-8015 and X-8016 may 
be handled on rear end of passenger trains, (see speed re­
strictions.) 

Car X-8016 must be coupled to train at No. 1 end of car. 

Car must not be coupled between a locomotive and any other 
car while switching at any time. 

If fuel tanks have not been drained, they should be placarded 
as "Inflammable Material . " 

T R A C K C A R S : 
Rules 1926 to 1944 inclusive apply in the following territories: 

Stanley & Berwick—Eastern Sub-Division 
Stanley & Corning—Western Sub-Division 
Corning & Gauley Bridge—Southern Sub-Division 

O V E R H E A D C L E A R A N C E S . 
Employees must not go on top of box cars, engines and other 

high equipment while movement is being made under the 
signal lines at the following locations on account of such lines 
having less than the required overhead clearance: 

Location Track 
Eastern Sub-Division 

Fostoria, Ohio North end two tracks where pole line 
crosses track No. 834 (Auto-Lite 
Track) 

Berwick, Ohio Main Track 

Employes are warned of close overhead clearances at the 
following locations, and must not go on top or side of box cars, 
engines or other high equipment while movements are being 
made under these bridges or structures: 

L O C A T I O N D E S C R I P T I O N 
Bucyrus, Galion Iron Works. . .Buildings with less than stand­

ard clearance. 

Muskingum P . R . R . overhead bridge, one-
fourth mile south of Muskin­
gum; employees must keep off 
top of cars, engines, or other 
high equipment while move­
ment is being made. 

Buckingham Y a r d Engines must not be operated 
under tipple on tracks serving 
Sunday Creek Coal Company 
and employees must keep off 
top and side of moving equip­
ment through plant. 

Alloy Alloy overhead bridge, employ­
ees must not go on top of 
cars, engines or other high 
equipment while movement is 
being made. 
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