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SPECIAL INSTRUCTIONS

Rules referred to by numbers are the Rules for the Government of the
Operating Department, unless otherwise specified.

O. OBSERVANCE OF PASSING TRAINS.

When trains are passing, trainmen of freight trains must ob-
serve the general condition of trains on other tracks for the en-
tire length of each train. -

When a freight train is standing, trainmen of that train must
place themselves in best position on ground to observe running
gear of passing passenger trains, and, when other duties do not
interfere the same observation must be made of passing freight
trains.

When approaching track pans or immediately after passing
them, an(ﬂ:’requently at other points, rear trainmen must ob-
serve each side of their train.

When trains are passing, signalman or operator, whenever
racticable, must ogserve from signal station or station plat-
orm, the condition of the train for its entire length. Track-

men, bridgemen, signal maintainers, pumpers and other em-
ployes must make similar observations. ' |

If any indication of conditions endangering a train is ob-
gerved, ‘Stop’ signal must be given. If there are no apparent
defects, employes, except crossing watchmen, must give ‘Pro-
ceed’ signal.

t* All signals must be acknowledged.

Passenger trainmen will comply with the above as far as
practicable.

DEFINITION.

Communicating Station.—A station where an operator or
signalman is on duty, or where a trainman may communicate by
telephone with train dispatcher, signalman or operator.

3. STANDARD CLOCKS. B
| Engine house.
| Passenger station.
IMRBAIE . s s { Telegraph office,
| yard.
West bound yard masters
 office.
Englewood . ............ {Engine house.
General yard masters office.

hump

6. SIGNS.

otop on signal to discharge passengers.
Stop for mail.

i
3
® Stop Saturday.
0  Stop Sunday.
B Stop go discharge passengers from Albany and be-
yQnd.
' C Stop holidays.
D Stop to discharge revenue passengers from Toledo
and east. -
| Stop for express,
Stop on signal to receive revenue passengers for
Toledo and east.
. , Stop to discharge passengers from Calumet and
' south.
Stop to discharge passengers from Youngstown and
beyond.
Stop to discharge revenue passengers, Sunday,
Stop to receive passengers for Danville and beyond.
Stop to discharge revenue passengers from LaPorte
and east, Sunday.
Stop on signal to receive revenue passengers for New
York City.
Stop daily to receive passengers for LaPorte and
east.
Stop on signal to receive revenue passengers for
points east of Gary.
Stop Sunday and holidays to receive or discharge
revenue passengers.
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Stop on signal to receive revenue passengers for
Albany and beyond.
Stop daily except Sunday.

R Stop on signal Sunday, to receive revenue passen-
gers.

T Stop on signal to receive revenue passengers for
LaPorte and east.

U Stop to discharge revenue passengers from LaPorte
and east.

V  Stop on signal to receive passengers for Utica and
beyond.

\
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Western Division

6a. SIGNS.
Rule 6a is eliminated.

12. HAND, FLAG AND LAMP SIGNALS.

The following will be used when giving signals in connection
with Special Instruction O where other signals are not re-

quired.
MANNER OF USING INDICATION
By day: Nose held with right hand,
and left hand pointed
SOWBEEL LRl . . .t Hot journal.
By night: Lamp swung vertically in
small circle: lamp to be
held by guard wire around
BRI e e Hot journal.
By day: Raise and lower right hand
slowly full length of body... Car door swinging or
about to fall.
By night: Raise and lower lamp slowly
full length of body and 1in
addition give ‘Stop’ signal.. Car door swinging or
about to fall.
By day: Hand shoved in sliding
motion out from body..... Brakes sticking.
By night: Lamp shoved in sliding
motion out from body..... Brakes sticking,
By day: Hand raised and held sta-
T e B A ) All right
By night: ‘Proceed’ signal............. All right
Elkhart: Freight trains must receive proceed hand signal

from switch tender before passing track intersection at Oak-
land Ave.

14. WHISTLE SIGNALS.
Sound

—i

Indication

When running against current of traffic
approaching curves, stations, or where
view 1s obstructed.

Relief engine required at Elkhart.
To be sounded passing first two signal
stations after defect develops.

Train will not stop at Pine for water:
to be sounded by eastward freight
train passing B. & O. signal station,
Indiana Harbor.

Train will not stop at Pinola for coal
or water; to be sounded by eastward
freight train passing Otis and west-
ward passenger and freight trains
passing Rolling Prairie. |

Rule 14, signal K: On double track, or three or more tracks,
will be sounded only when passing trains. Second paragraph of
Rule 14 (k) applies to single track territory only. Rule 14 is
modified accordingly. '
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17. HEADLIGHTS.

When rules require the headlight to be displayed, it must be
dimmed while passing through yards where yard engines are
employed; approaching stations at which stops are to be made
or where trains are receiving or discharging passengers; ap-
proaching train order signals, junctions, terminals, or meeting
points or standing on main track at meeting points and on two |
or more tracks when approaching trains in the opposite direc-
tion.

19. MARKERS. ¥

Trains with rear car not equipped to display markers, as
per Rule 19, will display red flag by day and red light by night,
on rear of train.

21. EXTRA TRAINS.

Extra trains will omit the display of white signals on two or
more tracks.

34. COMMUNICATION OF SIGNAL INDICATIONS.

Indication of signals day and night will be communicated as
follows: ‘‘red,” ‘“‘vellow” or ‘‘green.” When other than the
top arm, or top light, of an interlocking signal is ‘‘yellow’’ or
‘““‘green,’”’ add ‘“‘middle arm’’ or ‘‘middle light,” or ‘“‘bottom

arm’’ or ‘‘bottom light,’’ as the case may be. Rule 34 is modified
accordingly.
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